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TYPICAL WICK DRAIN & DRAINAGE

SAND BLANKET DETAIL
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PLAN VIEW

NO WICK DRAINS REQUIRED

UNDER PORTIONS OF EMBANKMENT

  5 FEET THICK

ELEVATION VIEW

NON-WOVEN GEOTECHNICAL FABRIC

(MINIMUM 4-oz)

EXPLODED VIEW

EXPLODED VIEW

NOTES

MINIMUM 1.0’ IDOT CA-1

CRUSHED STONE OR CRUSHED GRAVEL

2’ LAP TO CONTAIN SAND BLANKET

2’ LAP TO CONTAIN SAND BLANKET

MINIMUM 3’ SAND

BLANKET EXTENDED TO TOE OF SLOPE

VERTICAL WICK DRAINS -

ON 5.0’ TRIANGULAR PATTERN TYPICAL

VERTICAL WICK DRAINS

PLACE WICK DRAINS AT 5’ TRIANGLE SPACING THROUGHOUT THE

LIMITS SHOWN IN"LIMITS OF WICK DRAINS AND SAND BLANKET DRAIN" SHEET.

WICK DRAINS ARE REQUIRED TO EXTEND 15’ BELOW THE EXISTING GROUND

WICK DRAINS PAID FOR AS WICK DRAINS

SAND BLANKET PAID FOR AS SAND BLANKET
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