
  

 

 

   

 

 

 

   

 

   

 

 

  

 

 

 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

74 TAZEWELL         

TOTAL

SHEETS

SHEET

NO.RTE.

90-[14R;(14HB-4,14,14HVB)BR]

CONTRACT NO. 68620

SHEET NO. 22 OF 50 SHEETS STA.            TO STA.            SCALE: NONE

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

FILE NAME

...\ITS (IDOT)\D468620-ITS-22.dgn

ayousifUSER NAME =

PLOT SCALE =  

PLOT DATE = 7/26/2012
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CHECKED
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-
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-
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-

-

-

REVISED

REVISED

REVISED

F.A.P.

RELOCATED SIGN STRUCTURE AND DMS SITE PLAN

I-74 & WASHINGTON BLACKTOP

              

              

              

              

16862433
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UNDRGRD C PVC 3

COMMUNICATIONS VAULT

1.0 EACH

1.0 EACH

ELECT SERV INSTALL

EC C XLP USE 1C 6 (X 4)

TO CONTROLLER CABINET

OVERHEAD POWER CABLE (TYP.)

(BY OTHERS)

LOCATE PROPOSED WOOD

SERVICE POLE ALONG

ROW FENCE
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EX. CONDUIT WITH

FIBER OPTIC CABLE

1.0 EACH

DRILL EX HH

UNDRGRD C PVC 3

190.0 FT.

(INCLUDES 80 FT. OF

PUSHED CONDUIT UNDER

ROADWAY)

UNDRGRD C PVC 3

75.0 FT.

CABINET, MODEL 334

1.0 EACH

CONC FDN SPECIAL

3.5 FT.

RELOCATED OVERHEAD SIGN STRUCTURE - 74’ LENGTH

(DMS OMMITED FOR CLARITY)

40.0 FT. X 2

RIGHT OF WAY FENCE

UNDRGRD C PVC 2

50.0 FT. 

TRAFFIC COUNTER

1.0 EACH

1.0 EACH

TC POST GALVS

5.0 FT.

CONC FDN TY E 30D
THE CONSTRACTOR SHALL INSTALL THE EXISTING 96 FIBER SM CABLE FROM

THE EXISTING COMMUNICATIONS VAULT INTO THE PROPOSED TYPE 334 ITS 

FIBER CABINET AND TERMINATE 24 SM FIBERS FROM EACH CABLER END AND

FUSION SPLICE THE REMAINING FIBERS TOGETHER TO CREATE A CONTINUOUS

FIBER LINK.  THE COST OF THIS WORK SHALL BE INCLUDED IN THE BID PRICE

FOR THE FIBER OPTIC CABLE.

4

REFER TO HIGHWAY STANDARD 643001

AND IDOT DISTRICT 4 CAD STANDARD

654004-D4 FOR DETAILS

EX. COMMUNICATIONS VAULT

WITH 400 FT. OF FIBER OPTIC

CABLE STORED INSIDE


