120/240 V, l-phase,
3-wire, overhead
service. H

!

Wem‘herheod.\g\
Y
Downguy and anchor,

as needed. \

=] [—

25" (7.5 m) Wood
service pole. * \

/—B-No. 3 XLP cables
in 2 (50) rigid sfeN

conduit.
Malleable iron conduit
clamps at 5’ (1.5 m) \A
intervals. #

Meter (when required).

A
A

<

Conduit hub.
(Myers hub)

S

O NEMA 4X stainless steel
service disconnect
switch (I00A min.)

Rigid steel

condult elbcm
/> (13) Sch. 40

PVC conduit. \
2" (50) rigid steel

conduit.

S

A\

\
[

= 4
X,

(1.2 m)

/ Ground line. —\

The Contractor shall install fuses in the
service disconnect that are rated for
the wire size in accordance with NEC
requirements (60A fuses for *6 cable).

6
(150)

18
(450)
\

| _—=2" PVC conduit to
equipment cabinet
. —— No. 6 bare solid \
[ — copper wire.
Exothermic Weld

__———Ground rod.
- ¥a" Dia. X 10° Lerm

(1.65 m)

—

—
1
(4580)
FRONT SIDE

ELECTRIC_SERVICE INSTALLATION

+ Size larger as needed.
*» Or as directed by Utility Company.
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ELECTRIC SERVICE DETAIL FOR RELOCATED SIGN STRUCTURE
1-74 & WASHINGTON BLACKTOP

F.A.P.
RTE.

SECTION COUNTY

OTAL

TOT
SHEETS

SHEET
NO.

74

90-[14R:(14HB-4,14,14HVB)BR] TAZEWELL

2433

1630

SCALE: NONE ‘ SHEET NO. 26 OF 50 SHEETS ‘ STA. TO STA.
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