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CONSTRUCTION LIMITS EX ROW

PR TEMPORARY EASEMENT

EX ROW

EX ROW

PR TEMPORARY EASEMENT

PR ROW AND ACCESS CONTROL FENCE

PR ROW AND ACCESS CONTROL FENCE

PAY ITEM UNIT QTY

PR ROW AND ACCESS CONTROL FENCE
CONSTRUCTION LIMITS

PR L RAMP E

AERIAL CABLE, 2-1/C NO. 2 WITH MESSENGER WIRE FOOT 250

SEE NOTE 2

TEMPORARY LIGHTING SYSTEM - BILL OF MATERIAL - THIS SHEET

SEE NOTE 5

SEE NOTE 5

SEE NOTE 5
SEE NOTE 5

NOTES:

THE BID ITEM "TEMPORARY LIGHTING SYSTEM".

OF TEMPORARY LIGHTING ITEMS SHALL BE PAID FOR WITH

LABOR NECESSARY FOR THE CONSTRUCTION AND REMOVAL

ARE SHOWN FOR INFORMATION ONLY. ALL MATERIALS AND 

ITEMS SHOWN ON THE BILL OF MATERIALS ON THIS SHEET1.

GRADE.

WOOD POLES SHALL BE EMBEDDED 20’ BELOW EXISTING

"TEMPORARY LIGHTING SYSTEM".

AND DISCONNECTION SHALL BE PAID WITH THE BID ITEM

CABLE. THE WEATHER HEAD AND AERIAL CABLE CONNECTION

REMOVED IN STAGE 14 WITH THE REMOVAL OF THE AERIAL

AERIAL CABLE CONNECTION. THE WEATHER HEAD SHALL BE

ATTACH WEATHER HEAD TO PROPOSED LIGHTING UNIT FOR

3.

2.

REMAIN.

INSTALLATION OF PROPOSED LIGHTING UNIT. WOOD POLE TO

MULTI-MOUNT LUMINAIRE SHALL BE REMOVED FOLLOWING THE

PRIOR TO REMOVAL OF TEMPORARY LIGHTS.

PROPOSED LIGHTING SHALL BE INSTALLED AND OPERATIONAL

DIRECTED BY THE ENGINEER.

MULTI-MOUNT LUMINAIRES SHALL BE TILTED 25° OR AS

6.

5.

4.

SEE NOTE 6

SEE NOTE 5

SEE NOTE 2


