
 

 

 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

  *   TAZEWELL 

TOTAL

SHEETS

SHEET

NO.RTE.

90-[14R;(14HB-4,14,14HVB)BR]

CONTRACT NO. 68620

SHEET NO.    OF     SHEETS STA.            TO STA.            

F.A.I.

* 74 & 155 

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME

...\D468620-sht-Lighting_Details-Underdeck02.dgn

tblankUSER NAME =

PLOT DATE = 9/5/2012

=

DATE

DESIGNED

CHECKED

DRAWN

-

-

-

-

REVISED -

-

-

-

REVISED

REVISED

REVISED

   

   

   

   

BENESCH

NLH

GHT

 

LIGHTING DETAILS

UNDERDECK LIGHTING

108 138   

 

 

 

    18232433

JULY 20, 2012 SCALE:          

*

*

S.S. BENT PLATE

BY MFG.)

HOLES (FASTEN AS REQ’D.

~ LUMINAIRE MOUNTING

~ LUMINAIRE

 

*

SHOULDERSHOULDER

JUNCTION BOX

PIER

TOP OF BRIDGE 

EXPANSION ANCHORS

AS APPROVED BY THE ENGINEER (TYP.)

EXPANSION ANCHORS, HEAVY DUTY

UNDERPASS LUMINAIRE

EMBEDDED CONCRETE INSERT

EMBEDDED CONDUIT

(SEE DETAIL, THIS SHT.)

2 EA. PER LUMINAIRE

ASSEMBLY (TYP.) 

HANGER ROD/DAMPER

STEEL BEAM

BOTTOM OF

LUMINAIRE

UNDERPASS

A B C D E F G

E

C

G
B

F

D

A

MEASUREMENTS (mm)

 

LUMINAIRE HANGER ASSEMBLY

LUMINAIRE SUPPORT

UNDERPASS LIGHTING DETAIL - SECTION VIEW (TYP.)

CONDUIT SUPPORT

BE INCLUDED IN THE PAY ITEM FOR UNDERPASS LUMINAIRE, (INSTALL ONLY).

THE COST OF THE LUMINAIRE HANGER ASSEMBLY  SHALL

APPROVED BY THE ENGINEER.

OTHER VIBRATION DAMPER ASSEMBLIES MAY BE USED IF
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THE LONG DIMENSION PARALLEL TO TRAFFIC FLOW.

THE CONCRETE INSERT SHALL BE ORIENTED WITH

IN THE PAY ITEM FOR THE EMBEDDED CONDUIT.

THE COST OF CONCRETE INSERT SHALL BE INCLUDED
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IN THE PAY ITEM FOR THE CONDUIT ATTACHED TO STRUCTURE.

THE COST OF THE CONDUIT SUPPORT SHALL BE INCLUDED 
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2" STAINLESS STEEL
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@ 6 FT MAXIMUM INTERVALS (TYP.)

INTERMEDIATE CONDUIT SUPPORTS

CONCRETE INSERT
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CONCRETE INSERT
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