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of Transportation SOIL BORING LOG

Division of Highways
llinois Department of Transportation Date

9/16/96

ROUTE FAI 74 (1-74 DESCRIPTION |-74 over Jefferson St. (CH 22) LOGGED BY _D.Reents

SECTION (90-14)R LOCATION _Morton, IL, SEC. 17, TWP. 25N, RNG. 3W, 3" PM,
Latitude 40° 37' 17.16552" N, Longitude 89° 28'37.89379" W

COUNTY Tazewell DRILLING METHOD HSA HAMMER TYPE Automatic
STRUCT. NO. EX 090-0016 D| B | U | M |sydface Water Elev. NA _ft

Station 558+75.28 'E 2—) g ? Stream Bed Elev. NA_ft
BORING NO. 13 Tw S |l Groundwater Elev.:

Station 559+83.0 H| S | Qu| T || FirstEncounter 7233 #Y¥

Offset Oft CL " Upon Completion None ft

Ground Surface Elev. __ 748.29  ft {(ft)| (6") | (tsf) | (%) || After 24 Hrs. __ None* ft
Gray CLAY LOAM Till (continued)

] 3
5 23] 13
665.79 6|8

*Collapsed @ EL 678.3 ft
End of Boring

-9
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The Ui e gth (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT(N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, form 137 (Rev. 8-99)
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lllinois Department Page 1 of 3
of Transportation SOIL BORING LOG
Hinots Doparnmntt Transportation Date _ 9/25/96
ROUTE FAl 74 (1-74) DESCRIPTION 1-74 over Jefferson St. (CH 22) LOGGED BY _D.Reents
SECTION (90-14)R LOCATION _Morton, IL, SEC. 17, TWP. 25N, RNG. 3W, 3 PM
Latitude 40° 37 16.70565" N, Longitude 89° 28'37.61774" W
COUNTY Tazewell DRILLING METHOD HSA HAMMER TYPE Automatic
STRUCT. NO. EX 090-0016 DI B | U M | surface Water Elev. NA _ft DI Bl U M
Station 558+75.28 E|l L | C | O | streamBedElev. NA_ft ElL]C|O
PlO|s |t PlO| s |1
BORING NO. 14 TIw S || Groundwater Elev.: T|w S
Station 559+96.0 H| S | Qu| T || FirstEncounter 7280 #tY|H| S Q| T
Offset 49.5ft RT . Upon Completion None _ ft
Ground Surface Elev. __ 750.97  ft |{ft)| (6") | (ts) | (%) || After 24* Hrs. 707.5 ft ¢ |(ft)| (67) | (tsf) | (%)
Dark Gray w/ some Gray SILTY 5 S
] CLAY LOAM (Fill) (continued)
] 729.47
Gray CLAY LOAM (Fill) 2
- BEREAEE
v]3]|s8
] Trace H20 1
Brown, Coarse SAND (Fill) 2 2
Clay Loam at 4 it 5 B 6 || Gravelly seam at 25 ft 25 3 |21 13
3 7|8
_ 72447 _|
3 Gray w/ some Brown CLAY LOAM 3
5 g || (Fil) [ 42 [ 1
4 722.97 10]s
Dark Gray SILTY CLAY/SILTY
I CLAY LOAM I
2 2
1 8 3 [ 14 [ 31
-10| -30,
2 5| s
] 71947 |
1 Greenish Gray w/ trace of Brown 2
7 § || SILTY CLAY 3 [21] 26
-1 1 -1 5 B
3697 | 716.97
Gl:ay w/ some Brown CLAY LOAM 3 Brown and Gray SILTY CLAY 1
(Filt) 15| 4 |23 14 35 1 |08 [30
4 1B 3 | B
] 2 B
3 [23[ 13 T [08] 26
13| B 11 B
73197 | 71197 |
Dark Gray w/ some Gray SILTY 3 Gray CLAY LOAM Till 1
CLAY LOAM (Fill) 20 & [ 377 20| 3 1417

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, form 137 (Rev. 8-99)
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f!’l::‘:::'l‘):;:n?v’;mof‘fmnspona(mn Date __9/25/96
ROUTE FAI 74 (1-74) DESCRIPTION 1-74 over Jefferson St. (CH 22) LOGGED BY _D.Reents
SECTION (80-14)R LOCATION _Morton, IL, SEC. 17, TWP. 25N, RNG. 3W, 3 PM,
Latitude 40° 37' 16.70565" N, Longitude 89° 28'37.61774" W
COUNTY Tazewell DRILLING METHOD HSA HAMMER TYPE Automatic
STRUCT. NO. EX 090-0016 D| B | U /| M | syrface WaterElev. NA ft (D B UM
Station 558+75.28 E|l L | €| O streamBedElev. NA_/t [EfL|C|O
Pl O s I P| O s I
BORING NO. 14 T W S || Groundwater Elev.: T| W S
Station 559+96.0 H| S | Qu| T\ FirstEncounter 7280 #¥Y|H| S |Qu| T
Offset 49.5ft RT Upon Completion None ft "
Ground Surface Elev. __ 75097  ft |(f)| (6")| {tsf) | (%) || After 24* Hrs. 7075t 7 |(ft)| (6"} | (tsf) | (%)
Gray CLAY LOAM Till {continued) 4 B Gray CLAY LOAM Tilt (continued) 7 B
7] 3 13
4 123113 4720 14
1 8 B -7 S
Y | 1
2 3
a5 5 | 23| 13 o 4 |24 12
6 | B 7 B
1 3 1 3
5 12713 4 123] 14
-1 6 B -7 B
3 3
s 5 |27 13 o 5 23] 13
7 B 8 B
1 2 13
5 25 13 4 16 | 13
-l 6 B -1 5 S
] 4 ]2
o5 5 |20 14 5 4 |27 13
8 P ] 6 B
13 ] 2
3 [21] 14 4 21|13
18 ]8 15| 8B
- 2 ] 2
s 4 [23] 13 sl % | 23] 13
The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
BBS, form 137 (Rev. 8-99)
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