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A

A

5°

TOP VIEW

BOTTOM VIEW

SECTION B-B

Pavement

Drain

Wire

Slotted

Pipe

NOTE:

30°

Shear tab

Shear tab

5°

SECTION A-A

t

class 35 B

ASTM A-48-83

Cast gray iron

of the casting.

positioning loss on the underside

Slot cut lengthwise to accept

t

t

t

5°

t

(4
) 

h
o
le

s

Wire in place.

slotted drain in pipe. 

Saw slot in pipe. Insert

WIRE CASTING SECURELY TO THE PIPE(1.77 m)

5’-9�"

(159)

6�

(241)

9�

(241)

9�

(241)

9�

(241)

9�

(241)

9�

(241)

9�

(159)

6�

 7 (178)

 2� (64)

(44)

1�

(450)

18

(450)

18

(152)

6

(152)

6

(152)

6

(152)

6

(152)

6

(152)

6

(152)

6

(152)

6

(152)

6

(152)

6

(152)

6

(44)

1�

for reinforcement bars

8- � (20) dia. holes

typ.

2 (51)

4- � (13) holes

9� (235) 10 (254) 10 (254) 10 (254) 10 (254) 10 (254) 9� (235)

seal 2� (64)

Preformed joint

encasement sides and bottom

 6 (150) (minimum) concrete

15 (375) dia. SDR-35 PVC sewer pipe

beneath the pipe.

assure 6 (150) of concrete encasement

Blocks to adjust pipe to grade and

(95)

3�

(102)

4

3 (76)

7 (178)

(48) R

1�

2� (64) �
 
(1

3
) 

d
ia
.

� (10)

(10)

�

(32)

1�

(89)

3�

(178)

7

(1
9
4
) 

R

7
�

3� (79)

2-4 (50-100) bend in field

reinforcement bars

#4(#15) - Epoxy coated

� (13)

unless otherwise noted.

All dimensions are in inches (millimeters)
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