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VARIES
| 3.3m | WORK | AREA

F.A.P, TOTAL | SHEET

;TE, SECTION COUNTY SHEETS! NO.
840 143 N WILL i21 17
STA. TO STA.

FED. ROAD DIST. NO. & 1ILLINGIS FED. AID PRGJECT

CONTRACT NO. - 60445

0.0m
to

PROPOSED R.O.W.
EXISTING R.O.W

STA. 14+375 TO STA. 1+455
STAGE 1II

| WORK | AREA | 4 m

13,3m T0 Om; 373m, 3.3m |
I +

PROPOSED R.O.W.
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- |
l n |
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PROPOSED R.O.W
EXISTING R.O.W

> TEMPORARY WIDENING

(1) EARTH WORK EXCAVATION, 258 mm (10/4"")
(2) HMA SURFACE COURSE, MIX “D”, NSO, 38 mm (1//5")
(3) HMA BINDER, 1L-19, N70, 120 mm (4.75")

(4) SUB-BASE GRANULAR MATERIAL, TYPE B, 100 mm (4)

NOTE: WIDTH VARIES (IM TO 1.75M)

3.3 m t3.3m to 0.0ml
|

1 [ | |

STA. 1+455 TO STA. 1+600
STAGE 1II

PROPOSED R.O.W.
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