
PROPOSED TYPICAL SECTION

VETERANS PARKWAY
3

2%

150

VARIES 8.3 m|625

PR ~ VETERANS PARKWAY (SOUTHBOUND)

EX. EDGE OF PAVEMENT

~ TRANSIT LINE

1.2 m

ILLINOIS DEPARTMENT OF TRANSPORTATION
REVISIONS

NAME DATE

CHECKED BY   PMH

DRAWN BY    SAM

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

STA. TO STA.

 704   (1)N&TS-1   McLEAN  

F.A.P.

RTE.

TOTAL

SHEETS

SHEET

NO.

     N/A          N/A   

ALL DIMENSIONS ARE IN MM 

UNLESS OTHERWISE NOTED.

PROPOSED TYPICAL SECTION

VETERANS PARKWAY
4

2%

150

VARIES

8.2 m| TO 8.9 m|

625 625 3.0m | 

PR ~ VETERANS PARKWAY (SOUTHBOUND)

EX. EDGE OF PAVEMENT

VARIES

2.4 m

~ TRANSIT LINE

EX. SLOPE

2.4 m

150

MATCH

EX. SLOPE

MATCH

EX. SLOPE
4%

1:3

MATCH

EX. SLOPE

EX. SLOPE

HMA SHOULDERS 200 MM

4%

2.4 m

*1 VARIES FROM 1.2 m AT STA. 2+486.600 TO 2.0 m AT STA. 2+563.016

3.6 m *3

1.4 m *2

2.0 m *11.0 m *4 3.6 m *5

MATCH EX. SLOPE

3.6 m

1:3
 &

 V
A

R.

PROPOSED STEEL PLATE

BEAM GUARDRAIL, TYPE A 7.0 m| TO 2.6 m|

VARIES3.6 m

SHOULDER, WIDENING AND GUARDRAIL

STA. 2+669.800 TO STA. 2+785.000

SHOULDER AND WIDENING

STA. 2+473.300 TO STA. 2+669.800 (SPUR LINE OMISSION)

AND STA. 2+932.021 TO STA. 2+972.000

V
A

R
.

600

1:4
1:4

EX. SLOPE
EX. SLOPE

MATCH

EX. SLOPE 4%

1:41:3

1
.0

0
 m

&
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.

*4 VARIES FROM 1.0 m AT STA. 2+546.220 TO 2.604 m

AT STA. 2+672.285

CENTER MEDIAN WIDENING AND CURB & GUTTER

STA. 2+486.600 TO STA. 2+669.800

*2

*2 0 m FROM STA. 2+540.500 TO STA. 2+669.800.

   TIE CURB & GUTTER INTO EXISTING PCC PAVEMENT.

   NO TIE BARS FROM STA. 2+486.600 TO STA. 2+540.500

TURN LANE AND SHOULDER

STA. 2+586.289 TO STA. 2+760.704 (INTERSECTION OMISSION)

PROPOSED TYPICAL SECTIONS

VETERANS PARKWAY

SHEET 2 OF 3
MEDIAN

PAVING DETAIL

EXISTING

PAVEMENT

3.6 m & VARIABLE

STA. 2+712.2 TO STA. 2+734.8

HMA SHOULDERS 

200 MM

STRIP REFLECTIVE CRACK CONTROL

TREATMENT SYSTEM A (SEE DETAIL)

STRIP REFLECTIVE CRACK CONTROL

TREATMENT SYSTEM A 

STRIP REFLECTIVE CRACK 

CONTROL TREATMENT

SYSTEM A (SEE DETAIL)

SUB-BASE GRANULAR MATERIAL, 

TYPE A 300MM

COMBINATION CONCRETE

CURB & GUTTER, TYPE B-15.45

STRIP REFLECTIVE CRACK CONTROL

TREATMENT SYSTEM A (SEE DETAIL)

HMA BASE COURSE, 290MM

HMA BASE COURSE, 290MM
STRIP REFLECTIVE CRACK CONTROL

TREATMENT SYSTEM A (SEE DETAIL)

SUB-BASE GRANULAR

MATERIAL, TYPE A 300MM

HMA BASE COURSE, 290MM

COMBINATION CONCRETE

CURB & GUTTER, TYPE B-15.45

SUB-BASE GRANULAR

MATERIAL, TYPE A 300MM

HMA = HOT MIX ASPHALT

 CONTRACT NO. 70514

DATE  05-27-09

DETAIL OF PROPOSED

STRIP REFLECTIVE

CRACK CONTROL TREATMENT

600

NO. 19 TIE BARS

DRILLED & GROUTED INTO EXISTING PCC

PAVEMENT ONLY (SEE STD. 420001 & 606001)

INCLUDED IN COST OF PROPOSED

COMBINATION CONCRETE CURB & GUTTER,

TYPE B-15.45 (DOWELLED)

NO. 19 TIE BARS

DRILLED & GROUTED INTO EXISTING PCC

PAVEMENT ONLY (SEE STD. 420001 & 606001)

INCLUDED IN COST OF PROPOSED

COMBINATION CONCRETE CURB & GUTTER,

TYPE B-15.45 (DOWELLED)

MATCH MATCH

MATCH

3.6 m

*3 7.2 m FROM STA. 2+486.600 TO STA. 2+489.616. VARIES FROM 7.2 m AT

   STA. 2+489.616 TO 3.6 m AT STA. 2+563.016

CONTINUOUS REINFORCEMENT

HMA SURFACE REMOVAL

(COLD MILLING) 30 mm

*5 VARIES FROM 600 AT STA. 2+586.289 RT. TO 3.6 m AT STA. 2+630.887 RT.

*6 VARIES FROM 2.4 AT STA. 2+586.289 RT. TO 1.2 m AT STA. 2+598.767 RT.

TO 1.2 m

VAR. 2.4 m *6

CENTER MEDIAN WIDENING AND CURB & GUTTER

STA. 2+669.800 TO STA. 2+734.800 (INTERSECTION OMISSION)

EMBANKMENT

EMBANKMENT

8
/1

7
/2

0
1
0

c
:
\
p
w

_
w

o
r
k
\
p
w

i
d
o
t
\
c
r
a
i
g
r
e
\
d
0
2
1
5
1
3
4
\
t
y
p
s
e
c
v
e
t
v
8
.d

g
n

1
3
.5

0
0
0
 m

 /
 I

N
.

c
r
a
i
g
r
e

= = = =

P
L

O
T

 D
A

T
E

F
IL

E
 N

A
M

E

P
L

O
T

 S
C

A
L

E

U
S

E
R

 N
A

M
E

497 22

AGGREGATE SHOULDERS, TY. B

(BUILD UP EXISTING SHOULDER

TO MATCH EDGE OF PAVEMENT)

POLYMERIZED HMA SURFACE COURSE,

MIX "E", N90, (90.87 Kg/sq m)

POLYMERIZED HMA BINDER

COURSE, IL-19.0, N90, (136.28 Kg/sq m)

3.05 m

POLYMERIZED HMA SURFACE COURSE,

SUPERPAVE, MIX "E", N90, (90.82 Kg/sq m)

POLYMERIZED HMA LEVELING BINDER

COURSE, IL-19.0, N90, (136.23 Kg/sq m)

POLYMERIZED HMA SURFACE COURSE,

MIX "E", N90, (90.82 Kg/sq m)

POLYMERIZED HMA BINDER

COURSE, IL-19.0, N90, (136.23 Kg/sq m)

HMA SURFACE REMOVAL 

30 mm

HMA SURFACE REMOVAL

30 mm

POLYMERIZED HMA SURFACE COURSE,

SUPERPAVE, MIX "E", N90, (90.82 Kg/sq m)

HMA SURFACE REMOVAL 

30 mm

VETERANS PARKWAY, PROPOSED TYPICAL SECTIONS


