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SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

TOTAL

SHEETS

SHEET

NO.

STA. TO STA.

 704   McLEAN  

2+600.000 2+750.000 
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 (1)N & TS-1    

0 5.0-2.5 12.5

SEE DRAINAGE AND UTILITY SHEETS

FOR SPECIAL DITCH PROFILES

CONTRACT NO. 70514

DATE OF

LAST REVISION:

05-27-09
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SEE SIX POINTS ROAD

SHEETS FOR CONTINUATION

NOTES:

 1. ALL STATIONING SHOWN IS BASED

    UPON ~ VETERANS PARKWAY

    (SOUTHBOUND).

 2. ALL PROPOSED COMBINATION

    CONCRETE CURB & GUTTER

    SHOWN IS TYPE B-15.45  

    UNLESS OTHERWISE NOTED.

 3. SEE INTERSECTION DETAILS FOR 

    STATIONS, OFFSET, & RADII AT 

    INTERSECTION.

 4. SAWCUT ALL EXISTING PAVEMENT AS

    NECESSARY TO OBTAIN CLEAN EDGE.

497 72

PI STA = 2+682.034

! = 22^ 45’ 00" (RT)

L = 350.312 m

S.E. RUN. = EXISTING

P.C. STA = 2+504.540

P.T. STA = 2+854.852

T.R. = EXISTING

E = 17.677 m

R = 882.258 m

T = 177.494 m

EX. VETERANS PARKWAY

(NORTHBOUND)

~ VETERANS PARKWAY

(SOUTHBOUND)

11:1 TAPER

EX. GRASS MEDIAN

EX. GRASS MEDIAN

e = 1.5%|

~ SIX POINTS ROAD (ONE WAY WESTBOUND)

P.I. #3

CITY OF BLOOMINGTON

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

 
 
 
 
 
 
 

STA. 2+703.792 VETERANS PARKWAY SB=

0+731.155 SIX POINTS ROAD (SPUR 1.91)

BEGIN CURB AND GUTTER

STA. 2+669.800
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EXISTING R.O.W. LINE

EXISTING R.O.W. LINE

END TAPER

STA. 2+630.887

PROPOSED TRANSIT LINE

EXISTING PROFILE VETERANS PARKWAY (SOUTHBOUND)

EX. EDGE OF

PAVEMENT 

+672.285

EX. EDGE OF

PAVEMENT 

EX. PAVEMENT

TO REMAIN

IN PLACE

EX. PAVEMENT

TO REMAIN

IN PLACE

SEE TYPCIAL SECTIONS 

FOR PAVING DETAIL
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CONSTRUCTION LIMITS

POLYMER HMA CONCRETE SURFACE COURSE

2.4 m HMA

SHOULDER

CURB AND GUTTER

TY. B-15.45 (DOWELLED)

2.4 m HMA

SHOULDER

VETERANS PARKWAY, PLAN & PROFILE, STA. 2+600.000 TO STA. 2+750.000

MIX E, N90

HMA SURFACE REMOVAL 

30 mm

TRAFFIC BARRIER TERMINAL, TYPE 2

STA. 2+634.460

PR. 1.2 m 

HMA

SHOULDERS 200mm

+739.500

PR. 1.2 m 

AGG. SHOULDER

TYPE A, 150 mm

PR. 1.2 m 

AGG. SHOULDER

TYPE A, 150 mm

+698.143

1.2 m HMA

SHOULDER

1.2 m HMA

SHOULDERS 200 mm

CURB & GUTTER,

OUTLET SPECIAL

 0+650

 0+700

 2+600

 2+650  2+700

 2+750

 11+550

 11+600  11+650

 11+700

 2+600

 2+650  2+700

 2+750

 10+200
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