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SIX POINTS ROAD  (EAST)

SAM

PMH

ILLINOIS DEPARTMENT OF TRANSPORTATION
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ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  
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0+419.747 0+731.155

704 McLEAN(1)N & TS-1

EROSION CONTROL

05-27-09
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SCALE: 1:250

0 5.0-2.5 12.5

PR. ~ SIX POINTS ROAD

PR. ~ SIX POINTS ROAD

0+419.747 (SIX POINTS RD.) =

0+410.695 (MORRIS AVE.)

STA. 0+550

STA. 0+640

STONE RIPRAP, CL A4

STONE RIPRAP, CL A4

SIX POINTS ROAD, EROSION CONTROL, STA. 0+419.747 TO STA. 0+731.155

STA. 0+680

STA 0+731.155 [SBI 4 (SPUR 1.91)]=

STA. 2+703.792 [VETERANS PARKWAY WB]

STA. 0+660

EROSION CONTROL BLANKET

STA. 0+640.0 TO STA. 0+680.0

2.4 m WIDE

EROSION CONTROL BLANKET

STA. 0+540.0 TO STA. 0+660.0

2.4 m WIDE

EROSION CONTROL BLANKET

STA. 0+540.0 TO STA. 0+660.0

2.4 m WIDE

EROSION CONTROL BLANKET

INLET AND PIPE PROTECTION

LEGEND

TEMPORARY DITCH CHECK

SEEDING, CLASS 2A WITH MULCH METHOD 2

PERIMETER EROSION BARRIER

VETERANS PARKWAY (SOUTHBOUND)

STA. 0+530

SEEDING, CLASS 3 WITH MULCH METHOD 2

EROSION CONTROL BLANKET

INLET AND PIPE PROTECTION

LEGEND

PERIMETER EROSION BARRIER

PERIMETER EROSION BARRIER
INSTALLED IF SOD IS NOT 
PLACED WITHIN 7 DAYS AFTER 
GRADING.
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SEEDING, CLASS 1 WITH MULCH METHOD 2
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