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SCALE IN FEET
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APPROXIMATE EDGE

OF PAVEMENT (TYPICAL)

END AT 811+80

GUARDRAIL

(APPROXIMATE)

OFFSET RIGHT OF ~

11’-3" GROUTED PIN PILE

13’-3" GROUTED PIN PILE

15’-3" GROUTED PIN PILE

18’-3" GROUTED PIN PILE

20’-3" GROUTED PIN PILE

PLAN VIEW

~ FAP 510 (IL 96)

$SUB$

16’-9" GUARDRAIL (~ POST)

6’ (TYP)

FIELD ADJUSTMENTS SHALL BE MADE AS NEEDED TO MAINTAIN

AN 18 INCH SPACING BETWEEN ~ OF GUARDRAIL AND ~ OF ADJACENT

GROUTED PIN PILE ROWS.

 

OTHER GROUTED PIN PILE DIAMETERS AND SPACINGS ARE ACCEPTABLE,

AS PROVIDED IN THE SPECIAL PROVISIONS.

BASED ON GEOTECHNICAL REPORT DATED MAY 2004

(PREPARED BY SCI ENGINEERING FOR IDOT)

AND PLAN PROVIDED BY IDOT DATED OCTOBER 1, 2003

B-1 B-2 B-3 B-3A B-4

START AT 809+95

8" DIAMETER GROUTED PIN PILES

(TYPICAL FROM STATION 809+95 TO STATION 811+80)

809+90


