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STA. 238+00 TO STA. 239+16 \_ 127+ SUBBASE GRANULAR MATERIAL TYPE B-6.18 CURB AND GUTTER (TYP.)

EXISTING TYPICAL CROSS SECTION
HAMILTON ROAD

STA. 238+00.00 TO STA. 240+390.00

(TYPICAL SECTION SHOWN IS ALONG THE PROPOSED
CENTERLINE OF HAMILTON RD. AS CONSTRUCTED IN
SECTION NO. 93-00295-02-PV)
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AGGREGATE SHOULDER (TYP.)/ \— 7% TO 8" HOT-MIX ASPHALT TYPE B-6.18 CURB AND GUTTER (TYP.)—/ 6+ HOT-MIX ASPHALT

\——-76”*_- SUBBASE GRANULAR MATERIAL

EXISTING TYPICAL CROSS SECTION
HAMILTON ROAD

STA. 240+30.00 TO STA. 260+15

(TYPICAL SECTION SHOWN IS ALONG THE
CENTERLINE OF EXISTING HAMILTON RD.)

EXISTING TYPICAL CROSS SECTION
HAMIL TON ROAD

STA. 260+15 TO STA. 262+67.00

(TYPICAL SECTION SHOWN IS ALONG THE
CENTERLINE OF EXISTING HAMILTON RD.)
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- 9"+ P.C. CONCRETE PAVEMENT \ \-P.C. CONCRETE SIDEWALK

6+ SUBBASE GRANULAR MATERIAL \_
TYPE B-6.18 CURB AND GUTTER (TYP.)

P.C. CONCRETE SIDEWALK

SEE HORIZONTAL ALIGNMENT LAYOUT AND
CONTROL SHEET FOR LOCATIONS OF EXISTING
R.0O.W. AND EXISTING PERMANENT EASEMENTS.

EXISTING TYPICAL CROSS SECTION
HAMILTON ROAD

STA. 500+34.95 TO STA. 505+00

(TYPICAL SECTION SHOWN IS ALONG THE NOTE

CENTERLINE OF EXISTING HAMILTON RD.) ==
THE EXISTING PAVEMENT TYPES AND THICKNESSES WERE TAKEN FROM
EXISTING PLANS AND FROM_PAVEMENT CORES AND REPRESENT THE BEST

ILLINOIS DEPARTMENT OF TRANSPORTATION

AVAILABLE INFORMATION,[NO ADDTTIONAL COMPENSATION WILL BE ALLOWED EXISTII;I‘G TY_II?ICA|§ ?AECTIONS
FOR PAVEMENT REMOVAL ITEMS DUE TO VARIATIONS IN PAVEMENT TYPES
OR_THICKNESSES.) AMILTON ROAD
DATE : 6-09
DRAWN BY : J.L.B.
SCALE : NONE CHECKED BY : R.L.H.
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