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FILE NAME : 

INDEX OF SHEETS 

SHEET NO. DESCRIPTION 

I COVER SHEET 

STD NO. 

701101-05 

STATE STANDARDS 

DESCRIPTION 

OFF-RD OPERATIONS, MULTILANE, 

15' TO 24" FROM PAVEMENT EDGE 
2 INOEX OF SHEETS, STATE STANOAROS, AND GENERAL NOTES 

3 

4-17A

I 8 

19-21

22-24

25 

26 

27 

SUMMARY OF OUANTITIES 

BRIOGE OETAILS SN 016-0323171 

TRAFFIC STAGING CROSS SECTIONS 

TRAFFIC CONTROL PLAN. STAGE I 

TRAFFIC CONTROL PLAN. STAGE 2 

PAVEMENT MARKING PLAN 

701106-02 

701601-09 

701801-06 

701901-08 

OFF-RD OPERATIONS, MULTILANE, 
MORE THAN 15' AWAY 

URBAN LANE CLOSURE, MULTILANE, 
IW OR 2W WITH NONTRAVERSABLE MEDIAN 

SIDEWALK, CORNER OR CROSSWALK CLOSURE 

TRAFFIC CONTROL DEVICES 

TRAFFIC CONTROL ANO PROTECTION FOR SIDE ROADS, 
INTERSECTIONS AND DRIVEWAYS C TC-lOl 

ARTERIAL ROAO INFORMATION SIGN C TC-22> 

USER NAME : 90.-engoutob DESIGNED -

GENERAL PAINT NOTES 

CLEANING AND PAINTING OF THE EXISTING STRUCTURAL STEEL SHALL BE AS SPECIFIED 
IN THE SPECIAL PROVISION FOR "CLEANING AND PAINTING EXISTING STEEL STRUCTURES". 

ALL INTERIOR AND EXTERIOR SURFACES OF BUILT-UP TRUSS MEMBERS, OTHER TRUSS MEMBERS, BEAMS, 
BEARINGS AND OTHER STRUCTURAL STEEL SHALL BE CLEANED PER NEAR WHITE BLAST CLEANING
SSPC-SP!O. THESE AREAS SHALL BE PAINTED ACORDING TO THE REQUIREMENTS OF PAINT SYSTEM I 
-OZIE/LI. THE COLOR OF THE FINAL F !NISH COAT FOR ALL INTERIOR STEEL SURFACES SHALL BE GRAY, 
MUNSELL NO 5B 711. THE COLOR OF THE FINAL F !NISH COAT
FOR TRUSS MEMBERS SHELL BE BLUE, MUNSELL NO. 108 3/6.

ALL ITEMS !SUCH AS, BUT NOT LIMITED TO: CONDUITS, BRACKETS AND DECK DRAINS> 
ATTACHED TO THE TRUSS OR BEAMS SHOULD BE CLEANED AND PAINTED. 

A MINIMUM OF TW02 AIR MONITORS WILL BE REQUIRED TO MONITOR ABRASIVE BLASTING OPERATIONS. 
SEE SPECIAL PROVISIONS FOR "CONTAINMENT AND DISPOSAL OF LEAD PAINT CLEAN I NG RES I DUES. " 

ALL VERTICAL AND DIAGONAL LAPPING MEMBERS SHALL BE CAULKED ALONG THE TOP ANO SIDES. THE 
BOTTOM SHALL REMAIN OPEN FOR DRAINAGE. 

JOINT SEALANT SHALL BE INSTALLED AROUND ALL CONNECTION PLATES ANO AT AREAS OF PACK RUST 
BETWEEN BUILT UP MEMBERS. 

THE SEALANT SHALL BE AN APPROVED POLYURETHANE SEALANT, COMPATIBLE WITH THE PROPOSED PAINT 
SYSTEM ANO SHALL BE SUBMITTED TO THE ENGINEER FOR APPROVAL PRIOR TO USE. 

THE SURFACES OF THE CREVICES TO RECEIVE JOINT SEALANT SHALL BE CLEANED COMMERCIAL GRADE 
POWER TOOL CLEANING SSPC-SPI5 ANO PAINTED ACCORDING TO THE REQUIRES OF PAINT SYSTEM 
2-PS/EM/U. ONCE THE PAINT SYSTEM IS DRY TO TOUCH, THE SEALANT SHALL BE INSTALLED OVER THE 
FINAL FINISH COAT. AFTER THE SEALANT HAS CURED IN ACCORDANCE WITH THE MANUFACTURER'S 
WRITTEN PRODUCT DATA SHEET, A STRIP FINISH COAT SHALL BE APPLIED OVER THE SEALANT.
THE COST OF JOINT SEALANT ANO CAULKING INCLUDED IN THE "CLEANING ANO PAINTING
STEEL BRIDGE" PAY ITEM.
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GENERAL NOTES 

BEFORE STARTING ANY EXCAVATION, THE CONTRACTOR SHALL CALL "J. U. L. I.E. " 
AT C 800> 892-0123 OR 811 FOR FIELD LOCATIONS OF BURIED ELECTRIC, 
TELEPHONE AND GAS UTILITIES. 148 HOUR NOTIFICATION IS REQUIRED> 

THE CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH UTILITY 
COMPANIES, AND THE CITY OF PALOS HEIGHTS AND THE VILLAGE OF WORTH. 

THE CONTRACTOR WILL NOT BE ALLOWED TO SET UP A YARD OR FIELD OFFICE ON 
STATE PROPERTY WITHOUT WRITTEN PERMISSION FROM THE DEPARTMENT. 

THE CONTRACTOR SHALL CONTACT THE DISTRICT ONE TRAFFIC CONTROL SUPERVISOR 
AT Kalpana.Kannan-Hasadurga�il I inais.gav A MINIMUM OF 72 HOURS IN ADVANCE 
OF BEGINING WORK. 

PLAN DIMENSIONS AND DETAILS RELATIVE TO EXISTING PLANS ARE SUBJECT TO 
NOMINAL CONSTRUCTION VARIATIONS. THE CONTRACTOR SHALL FIELD VERIFY 
EXISTING DIMENSIONS ANO DETAILS AFFECTING NEW CONSTRUCTION ANO MAKE 

NECESSARY APPROVED ADJUSTMENTS PRIOR TO CONSTRUCTION OR ORDERING OF 
MATERIALS. SUCH VARIATIONS SHALL NOT BE CAUSE FOR ADDITIONAL 
COMPENSATION FOR A CHANGE IN SCOPE OF THE WORK. HOWEVER, THE CONTRACTOR 
WILL BE PAID FOR THE QUANTITY ACTUALLY FURNISHED BASED AT THE UNIT PRICE 
BIO FOR THE WORK. 

THE CONTRACTOR SHALL BE REQUIRED TO PROVIDE ACCESS TO ABUTTING PROPERTY 
AT ALL TIMES DURING THE CONSTRUCTION OF THIS PROJECT. 

DO NOT SCALE PLANS FOR CONSTRUCTION DIMENSIONS. 

IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO PROTECT AND PRESERVE THE 
EXISTING BRIDGE LIGHTING AT ANY LOCATIONS THAT LIGHTING IS ENCOUNTERED 
ADJACENT TO AN AREA TO BE CLEANED AND PAINTED. 

THE CONTRACTOR SHALL OBTAIN COAST GUARD APPROVAL FOR ANY WORK THAT MAY 
INTERFERE WITH NAVIGATIONAL OPERATIONS OF THE NAVIGABLE WATERS. A WORK PLAN 
SHALL BE PREPARED BY THE CONTRACTOR, REVIEWED AND APPROVED BY THE INGINEER 
AND BE SUBMITTED BY THE INGINEER TO THE COAST GUARD AT THE ADDRESS LISTED 
BELLOW FOR APPROVAL. 

Locations downstream C South) of 16 th St Bridge in Lockport, IL: 

BRIDGE ADMINISTRATOR 
US COAST GUARD 
RIGHT COAST GUARD DISTRICT 
1222 SPRUCE ST 
ST. LOUIS, MO 63103-2832 

!Eric Washburn C 314) 269-2300 ext 2378)
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SUMMARY OF QUANTITIES 

TOTAL 

CODE NO ITEM UNIT QUANTITIES 

0047 

67000400 ENGINEER'S FIELD OFFICE, TYPE A CAL l,40 12 

67100100 l.40BI LIZAT ION L SUl.4 I 

70107025 CHANGEABLE 1,4ESSAGE SIGN CAL DA 105 

70300904 PAVEl.4ENT 1,4ARKING TAPE, TYPE IV 4" FOOT 3208 

70400100 TEl.4PORARY CONCRETE BARRIER FOOT 1000 

70400200 RELOCATE TEl,4PORARY CONCRETE BARRIER FOOT 1000 

Il,4PACT ATTENUATORS, TEl,4PORARY < NON-
EACH 70600240 

REDIRECT IVE>, TEST LEVEL 2 
2 

70600340 
11.4PACT ATTENUATORS, RELOCATE < NON-

EACH 2 
REDIRECT IVE>, TEST LEVEL 2

78000200 THERl,40PLASTIC PAVEl.4ENT 1,4ARKING - LINE 4" FOOT 150 

78009004 f,IODIFIED URETHANE PAVEl.4ENT l.4ARKING - LINE 4" FOOT 1922 

78200011 BARRIER WALL REFLECTORS, TYPE C EACH 72 

X0327980 PAVEl.4ENT 1,4ARKING REl,40VAL - WATER BLASTING SO FT 650 

X7010216 TRAFFIC CONTROL AND PROTECTION, <SPECIAL> L SUl,4 I 

X7030005 TEl.4PORARY PAVEl.4ENT 1.4ARKING REl.40VAL SO FT 1070 
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PLOT SCALE : /00.0000 • / In. CHECKED 
PLOT OATE = 8/K)/2020 DATE 
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CONSTRUCTION TYPE CODE 0044 
SUMMARY OF QUANTITIES 

80% 
TOTAL 

FEDERAL 
CODE NO ITEM UN IT QUANTITIES 

20% 

0047 STATE 

Z0007112 
CONTAINl.4ENT AND DISPOSAL OF LEAD PAINT 

L SUl.4 I I 
CLEANING RESIDUES

ZOOI0501 CLEANING AND PAINTING STEEL BRIDGE NO. I L SUl,4 I I 

10030850 TEl.4PORARY INFORl,4ATION SIGNING SO FT 51. 4 51. 4 

STATE OF ILLINOIS 
IL 43 (HARLEM AVE) OVER CALUMET SAG CHANNEL 

DEPARTMENT OF TRANSPORTATION SUMMARY OF QUANTITIES 

SCALE: I SHEET NO. OF SHEETS I STA. TO STA. 

CONSTRUCTION TYPE CODE 0044 

iftl SECTION 

348 I 2020-202-BP 
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COOK 
l!Hii:��I 

s��� T 

I 21 I 3 
CONTRACT NO. 621.474 

FED. ROAO 01ST. NO. 1 IILLINOISI FED, AID PROJECT 

10076600 TRAINEES HOURS 500 500

10076604 TRAINEES - TRAINING PROGRAM GRADUATE HOURS 500 500
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