SUSER$S

Operator:

10/30/2007

Date:

$SFILES

Filename:

STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

Connection of rail post above
[ center wall shall follow
/. connection at C.L.P. coflar

¢ Structure

Sfa. 10607 ~~__

r ¢ Culert

- Sym. about ¢

DESIGNED S.0.S.

cHECKED C.W.C.

DRAWN D.L..

WHKS &

s PLANNERS e==== | AND SURVEYORS emwmsm

CHECKED S.0.S./C.W.C.

MASON CITY, IOWA DUBUOUE, IOWA AMES, I0WA

E. DUBUQUE, ILLINGIS~ SPRINGFIELD, ILLINQIS  ROCHESTER, MINNESOTA

8"7 "

ROUTE MO, sEcTIoN counTy et SHEET
F.AP. 607| 129BR | KENDALL 61 28

Confract #66667

RN Shidr. Line ——
"
2 L / ’,({,
1 I |
,i \f U“\\ Post @ 3-15" cfs. max.
\‘\\‘\
H i i
e R ’ I :’
- 155" holes N v ¥
A A R " thick
SECTION A-A 5|8
NN s
RN /4 \
o = =8
4
n @ /’I
15" cored holes for RS
4 - 1' threaded rods w/ _—" TN P Liaind s
nut & Flat washer '15 " ‘;O)/('AX v
8 w0les

SECTION THRU BARREL

Shidr. Ling ——

fe——Post @ 37-1'" cfs. max.

o

X v T
Al 4

. A/ R b ihick
L

J

- £

SHEET NO. /3

16 sHeeTS

"\

N\
N— %4 - "9 threaded anchor

rods in 9" (min.) drilled holes
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Connection above Center Wall similar

x The contractor shall use the capsule or the adhesive
cartridge type anchor rods that have been previously

tested and given a prior approval by the Department.

The contractor shall install these anchor rods in pre-

drifled holes according to the manufaciurer’s recommendations
and procedures. . The capsule or adhesive cartridge shall be
sealed with pre-measured amounts of the adhesive chemical.
Rail posts for Steel Plate Bsam Guardrail on culvert shall be
spaced as shown. Cost included with "Steel Flate Beam
Guardrail. Aftached To Structures”.
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