
F.A.I. 57 & S.B.I. 133 INTERCHANGE RAMPS
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STATION         TO          STATION

463+44.00 524+70.00

EXISTING TYPICAL SECTION

EXISTING TYPICAL SECTION

SECTION COUNTY

 57   DOUGLAS 

TOTAL

SHEETS

SHEET

NO.
F.A.I.

RTE.

CONTRACT NO. 70465

*

*(15,21-25,21-26,27)RS-1

ILLINOIS DEPARTMENT OF TRANSPORTATION

SCALE:

DATE

F.A.I. ROUTE 57

SECTION (15,21-25,21-26,27)RS-1

DOUGLAS COUNTY

: 01/19/06

NOT TO SCALE DRAWN BY: J.P.

CHECKED BY: K.D.
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STRIPE STRIPE

SLOPE:  3/16 "/FT SLOPE:  3/16 "/FT

2’-0"

& VAR.

10’-0" 2’-0"

& VAR.

SLOPE:  1/2 "/FT & VAR.

SLOPE:  1/2 "/FT & VAR.

STRIPE

(WHITE)
STRIPE

(YELLOW)

2 1/2 "

STABILIZED SUB-BASE, BAM, 4"

PIPE UNDERDRAIN, 4" STABILIZED SHOULDER, 8"

AGGREGATE SHOULDER,

TYPE B

TOP SOIL

24’-0"

6’-0" 3’-0"

8’-0" 12’-0" 12’-0" 12’-0" 6’-0"

3’-0"

1:6 & VAR.

1:6 & VAR.

1’-6" 1’-6"

SUB-BASE GRANULAR MATERIAL, 4"

EARTH WEDGE

EARTH SHOULDER

STABILIZED SUB-BASE, 4"

#6 RE-BAR (30" @ 2’-6" CTS.)

PIPE UNDERDRAINS, 4"

STABILIZED SHOULDER, 7"

CONTINUOUSLY REINFORCED P.C.C. PAVEMENT, 7"

SLOPE:  5/8 "/FT SLOPE:  5/8 "/FT

16’-0"8’-0"

VAR.

VAR.

SLOPE:  1/2 "/FT & VAR.

HMA SURFACE COURSE, 1 1/2 "

HMA BINDER COURSE, 1 3/4 " (EACH LIFT)HMA SHOULDER (2 LIFTS)

1st: 1 3/4 " THICK

2nd: 1 1/2 " THICK @ EDGE

    OF PAVEMENT

STATION     TO     STATION

463+44             464+57.15  DUAL STRUCTURES

HMA SHOULDER, 2 1/2 "

HMA SURFACE COURSE, 1 1/2 "

HMA LEVELING BINDER, 1"

~ F.A.I. ROUTE 57

MEDIAN

STANDARD REINFORCED P.C.C. PAVEMENT, 8"

FOR RAMPS A & B ONLY
*

*NOTE:  RAMPS C & D HAVE

CONTINUOUSLY REINFORCED

P.C.C. PAVEMENT, 8"

EXISTING TYPICAL SECTIONS

OMISSIONS FROM TYPICAL RESURFACING

PAVEMENT REINFORCEMENT


