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RTE.

(15,21-25,21-26,27)RS-1

*
*

DOUGLAS57

CONTRACT NO. 70465

76 66

MEDIAN CROSSOVERS

EXISTING HMA, 2"

EXISTING AGGREGATE BASE COURSE, 8"

PROPOSED HMA SURFACE REMOVAL

EXISTING AGGREGATE 

BASE COURSE, 8"

6"

3"

HMA REMOVAL, 2"

PROP. AGGREGATE 

BASE COURSE, 

TYPE-B, 6"

PROPOSED AGGREGATE 

BASE COURSE, TYPE B

48’

8’

8’

HMA SURFACE REMOVAL

1.5%6%SLOPE TO DRAIN

EXISTING PAVEMENT STRUCTURE

PROPOSED HMA RESURFACING

PROPOSED HMA SURFACE REMOVAL (2" NOMINAL)

PROPOSED HMA SHOULDER

1 3/4 "

1.5%6%SLOPE TO DRAIN

PROPOSED INCIDENTAL HMA SURFACING

(308 LBS/SQ YD)

1:1
0

1:41:1
0 1:10

1:4

DETAIL OF MEDIAN CROSSOVER

TO BE RECONSTRUCTED

DETAIL OF MEDIAN CROSSOVER

TO BE RECONSTRUCTED

NOTES

1. OMIT RUMBLE STRIPS ON SHOULDERS THROUGHOUT MEDIAN CROSSOVER.

2. REMOVAL OF EXISTING AGGREGATE SHOULDERS IS INCIDENTAL TO THE

   COST OF PROPOSED 6" AGGREGATE BASE COURSE.

NOTES

1. OMIT RUMBLE STRIPS ON SHOULDERS THROUGHOUT MEDIAN CROSSOVER.

2. REMOVAL OF EXISTING AGGREGATE SHOULDERS IS INCIDENTAL TO THE

   COST OF PROPOSED 6" AGGREGATE BASE COURSE.

24’

20’ 2’2’

SLOPE TO

DRAIN

FURNISHED EXCAVATION

PROPOSED INCIDENTAL HMA SURFACING

(336 LBS/SQ YD)

1:1
0

1:1
0

FURNISHED EXCAVATION

PROPOSED AGGREGATE 

BASE COURSE, TYPE B, 6"

20’ 2’2’

24’

SLOPE TO

DRAIN

PROPOSED INCIDENTAL HMA SURFACING

(308 LBS/SQ YD)

30’ R

EX 1:10

PR 1:10

30’ R

1’

24’

20’1’
48’

8’

8’

1:101’20’1’1:10

30’ R
30’ R

24’

PROP AGG. 1 3/4 "

FURNISHED 

EXCAVATION

PROPOSED AGGREGATE BASE COURSE, TYPE B

EXISTING AGGREGATE BASE COURSE, 8"

PROPOSED INCIDENTAL HMA SURFACING

(336 LBS/SQ YD)

EXISTING PAVEMENT STRUCTURE

PROPOSED HMA RESURFACING

PROPOSED HMA SHOULDER

EXISTING HMA, 8"

EXISTING HMA, 8"


