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STRUCTURE NO. 016-1716

DECK PLAN AND CROSS SECTION 3
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clear drainage scuppers.

  Cut longitudinal reinforcement to

Note:

SCUPPER PLAN

WEST ADA RAMP DETAIL

EAST ADA RAMP DETAIL

top of sidewalk

9-#5 b  (E) bars at 12" cts.

top of sidewalk

9-#5 b  (E) bars at 12" cts.
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CROSS SECTION

(Looking North)
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29-#5 c (E) bars at 12" cts. top of sidewalk6
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3-#5 b  (E) bars at 12" cts. top of sidewalk (cut to fit)

3-#5 b  (E) bars at 12" cts. top of slab  (cut to fit)

3-#5 b  (E) bars at 12" cts. bott. of slab  (cut to fit)

 

top of sidewalk

at 12" cts.

9-#5 c (E) bars 6 

top of sidewalk

at 12" cts.

12-#5 c (E) bars7  
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top reinforcement mat. typ.

(1’-6" long) tied to bottom of

2-#5 a  (E) bars at 4" cts.

Curb Line

Total Drop = 1’-3�"

top of sidewalk (bend in field)

28-#5 c (E) bars at 12" cts.

*

*

* See Roadway Plans for ADA Ramp slope and ADA Ramp layout

(bend in field)

(ATS)

Traffic Signal

Conduits for 
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(Comp. full length), typ.

38" Web Galv. ‘ Girder
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S2-81S2-31

ITS Conduits

see Sheet       of      .

For overhang dimensions at the CTA Station,

  For traffic signal conduit layout, see ATS Plans.

  For ITS conduit layout, see ITS Plans.

Bars, Epoxy Coated.

sidewalk is included in the cost of Reinforcement

  The cost of expansion anchors/inserts at the east

companies. Cost included in Concrete Superstructure.

utility hangers shall be coordinated with the utility 

  Type and location of cast-in-place inserts for

  For Scupper locations see Sheet       of      .

  See Sheet       of       for parapet reinforcement.

  See Sheet       of       for Bill of Material.
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2’-5" 14 Beam Spaces at 5’-1" = 71’-2"
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38’-11�" - Stage I Construction

 

37’-0�" - Stage II Construction

Splicers

Bar

3’-0�"
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b b (E) through b  (E)8 11

ComEd

Ductbank

8

10’-0"

Sidewalk

5’-0"

Bike Lane

11’-0" 10’-6" 10’-6" 11’-0" 5’-0"

Bike Lane

10’-0"

Sidewalk

1’-6"

c (E) bars (Proof load 6600 lb.)

Slab insert connected to

anchor or Ferrule Loop

�" } Galvanized expansion

2’-5"

b  typ.

#5b ,b  or4 5

71�"
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76’-0" Out-to-Out Deck

 

73’-0" Face-to-Face of Parapets

Lane Lane LaneLane
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Stage Const. Line

 

1’-6"  
typ.

2"

(Special), typ.

Bridge Fence Railing

(Parapet Mounted), typ.

Decorative Railing
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conduits

2-2" } 1’-5�"


