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WORK ZONE

SPEED LIMIT

WORK ZONE

END

G20-I103(0)-3660

WORK ZONE

(12:1 TAPER)WORK ZONE

WORK ZONE

SYMBOLS

STAGE 2

TYPE III, 5" WHITE SKIP DASH

WET REFLECTIVE TAPE 

TYPE III, 4" SOLID WHITE LINE

WET REFLECTIVE TAPE 

TYPE III, 4" SOLID YELLOW LINE

WET REFLECTIVE TAPE 

TYPE III, 4" SOLID YELLOW LINE

WET REFLECTIVE TAPE 

TYPE III, 5" WHITE SKIP DASH

WET REFLECTIVE TAPE 

TYPE III, 4" SOLID WHITE LINE

WET REFLECTIVE TAPE 

150’

TYPE III BARRICADE

W1-6R0-6030 ABOVE

MIN. 55:1  TAPER

200’

TRAFFICALL

300’ 500’

300’

PER STATE STANDARD 701400

APPROACH LANE CLOSURE

MIN.   55:1 TAPER

TYPE III BARRICADE

W1-6R0-6030 ABOVE

200’

ALL TRAFFIC

300’500’
PER STATE STANDARD 701400

APPROACH LANE CLOSURE
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577.5’
1000’

300’

787.5’

(NB) TEMPORARY CONCRETE BARRIER

150’

55:1 TAPER 577.5’

21.5’

IIIII

577.5’

662.5’

(SB) TEMPORARY CONCRETE BARRIER

21.5’

I

IIIIII

I

SPEED LIMIT

WORK ZONE

END

G20-I103(0)-3660

1000’

577.5’

55:1 TAPER 
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SHEET 2 OF    STA.          TO STA.           
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23     18

2 SHEETS

100’ C-C

100’ C-C

50’ C-C

50’ C-C

50’ C-C

50’ C-C

NOTES:

  SHALL BE REMOVED

1 EXISTING CONFLICTING PAVEMENT MARKING LINES 

 INTERMITTENT OPERATION

 ARE LOCATED ON THE PAVEMENT OR DEFINE A MOVING OR 

2 ALL SIGNS SHALL BE POST MOUNTED UNLESS THE SIGNS 

  3’ OF TEMPORARY PAVEMENT MARKING

3 REMOVE ALL PERMANENET PAVEMENT MARKING WITHIN 

RUMBLE STRIP

RUMBLE STRIP

I

Arrow board

Work area

Sign

Temporary concrete barrier

Monodirectional barrier wall/guardrail marker

monodirectional light at 50’ C-C spacing

Direction indicator barricade with steady burn 

spacing in tapers and 100’ C-C spacing in tangents

with steady burn monodirectional light at 50’ C-C 

Type II barricade, drum, or vertical barricade 

Temporary impact attenuator

W24-1-48

W24-1-48

   (12:1 TAPER)


