
4
2
"

10’ Max

4" max.

Equal Clear Openings 

 1-1/4" to 1-1/2" dia.

 4" max. (Typ.)

12" min.

3
6

"
 m

in
.

4"

Pipe Handrail, Special 

(Style & Manufacturer to be determined 

by the Engineer & Contractor) 

Pickets - 1/2 " NPS Sch. 40 

or 3/4 " dia. Bar (Typ.) 

This work shall consist of furnishing

and erecting Handrails as listed

above and according to this detail. This

work shall be paid for at the contract

unit price per FOOT for 

PIPE HANDRAIL, SPECIAL.

 

Class SI Concrete 

Foundation 

Notes:

Gripping surfaces shall be uninterrupted

by construction elements, or obstructions.

Ends of handrail shall be rounded.

Handrail shall not rotate within

their fittings.

8
"

Core drill 3" hole x 8" deep.

Fill around rail with non-shrink

grout.

2’-0" min.

6"

Headwall

Handrail shall conform to Section 509 

with the exception that all pipe and 

connections shall be welded galvanized 

or aluminum according to Article 1006.30,

or 1006,34.

 

The diameter of the gripping surface

of the handrail shall be 1-1/4" to 1-1/2"

 

Drilling of concrete will be necessary for

handrail placement in headwalls. 

     

6"

PIPE HANDRAIL, SPECIAL - FOR HEADWALL

PIPE HANDRAIL, SPECIAL - GROUND MOUNTED PIPE HANDRAIL, SPECIAL - HEADWALL MOUNTED

BEDDING SAND FA-1 OR FA-2 (1")

JOINTING SAND

FA-9 OR AS RECOMMENDED 

BY PAVER MANUFACTURER

SOIL

CONC. CURB & GUTTER, 

TYPE VARIES (EXTERIOR EDGE 

RESTRAINT)

36"

8
"

AGGREGATE BASE COURSE, 

TYPE A, 8"

6"

ALUMINUM EDGE 

RESTRAINT 

GALVANIZED 

SPIKE (10")

BEDDING SAND FA-1 OR FA-2 (1")

JOINTING SAND

FA-9 OR AS RECOMMENDED 

BY PAVER MANUFACTURER

 ROADWAY DETAILS

 PIPE HANDRAIL, SPECIAL AND MEDIAN SECTIONS

SUBGRADE

LAYING PATTERN:  60%  RECTANGLE

                  40% SQUARE

BRICK PAVER LAYING PATTERN

BRICK PAVERS, 2 3/4 " 

NOTE: 

 

See Plans for direction of surface drainage.

 

The Brick Pavers Median section shall be paid at the unit price 

per SQ FT for BRICK PAVERS which shall include brick pavers, 

bedding sand, jointing sand, and aluminum edge restraint with spikes.

NOTE: 

 

See Plans for direction of surface drainage.

 

The Concrete Median Type SB (Special) surface shall be paid at the contract unit price 

per SQ FT for BRICK PAVERS which shall include brick pavers, bedding sand, and jointing sand.

CONCRETE MEDIAN, TYPE SB (SPECIAL) - SECTION

GRASS AND BRICK PAVERS MEDIAN - SECTION

 3/4 " } PLASTIC TUBES @ 25’ CTS

AND AT LOW POINTS (TYP)
BRICK PAVERS, 2 3/4 " CONC. CURB & GUTTER, 

TYPE VARIES (TYP)

46" & VARIES
CONCRETE MEDIAN, TYPE SB (SPECIAL)

SEE STANDARD 606301 FOR DETAILS
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