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TOP SLAB REINFORCEMENT TO BE EPOXY COATED BARS.

INLET SPECIAL NO. 3, 4, 5, 6 REINFORCEMENT DETAIL     79.4g

INLET SPECIAL NO. 3, 4, 5, 6
REINFORCEMENT DETAIL
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REVISED -
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1-1/2 CL

6’-0"
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 NO. 4 BARS 

 AT 12 CTS

6 CLASS SI

CONCRETE FLOOR

1" PREFORMED EXPANSION

JOINT FILLER

1-1/4 DOWELL BAR
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4-1/2 OPENING

4’-0"

or 2’-6"

6 CLASS SI

CONCRETE SLAB
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SEE STANDARD 79.4f

ALL DIMENSIONS ARE IN INCHES UNLESS

OTHERWISE NOTED.
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10-5-11

THE WALL ADJUSTMENTS SHALL BE MADE WITH

CONCRETE BUILDING BRICK OR CLASS SI CONCRETE.

 

THE HEIGHT OF THE BOX MAY BE CONSTRUCTED

6 SHORT TO ALLOW FOR FIELD ADJUSTMENTS.

 

4’-0" TO 8’-0" -

   NO. 5 REINF. BARS AT 12 CTS. E.W.

 8’-0" TO 13’-0" -

   NO. 5 REINF. BARS AT 10 CTS. E.W.

 13’-0" TO 15’-0" -

   NO. 5 REINF. BARS AT 8 CTS. E.W.

 

7 SPA. AT 8" INLET SPECIAL # 3, 4

5 SPA AT 7-5/8" INLET SPECIAL # 5, 6

2 REBARS FOR INLET SPECIAL 3 & 4 @ 65"

4 REBARS FOR INELT SPECIAL 5 & 6 @ 24"

REVISED -

INLET SPECIAL NO. 7 & 8 REINFORCEMENT DETAIL     79.4h

INLET SPECIAL NO. 7 & 8
REINFORCEMENT DETAIL
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TOP SLAB REINFORCEMENT TO BE EPOXY COATED BARS.
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6’-0" 6’-0"

6 CLASS SI

CONCRETE SLAB

4-1/2 OPENING

1-1/2 CL
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1-1/2 CL

2 CL.

1" PREFORMED EXPANSION

JOINT FILLER

1-1/4 DOWELL BAR

6 CLASS SI

CONCRETE FLOOR
NO. 4 BARS 

AT 12 CTS

6
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6"

6 CLASS SI

CONCRETE SLAB

4-1/2 OPENING

5’-0"

6’-0"

ALL DIMENSIONS ARE IN INCHES UNLESS

OTHERWISE NOTED.
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3

7’-0"

10-5-11

THE WALL ADJUSTMENTS SHALL BE MADE WITH

CONCRETE BUILDING BRICK OR CLASS SI CONCRETE.

THE HEIGHT OF THE BOX MAY BE CONSTRUCTED

6 SHORT TO ALLOW FOR FIELD ADJUSTMENTS.

4’-0" TO 8’-0" -

   NO. 5 REINF. BARS AT 12 CTS. E.W.

8’-0" TO 13’-0" -

   NO. 5 REINF. BARS AT 10 CTS. E.W.

13’-0" TO 15’-0" -

   NO. 5 REINF. BARS AT 8 CTS. E.W.

NO. 5 REINFORCEMENT BARS 10 SPA @ 8" 
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TYPICAL MARKING FOR PAINTED ISLANDS     93.4

TYPICAL MARKING FOR
PAINTED ISLANDS

REVISED - 10-5-11

ALL DIMENSIONS ARE IN INCHES

UNLESS OTHERWISE NOTED.

 8 WHITE

 LANE LINE

24 WHITE STOP BAR 

8 WHITE 

 8 WHITE

 12 WHITE
8’-0"

TYPICAL
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TYPICAL
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