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STA 519+89.96 TO STA 520+37.22
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32PROPOSED TYPICAL SECTIONS

PR ~ 41ST DRIVE CONNECTOR

STA 524+45.34 TO STA 526+30.84 (BRIDGE OMISSION)

STA 524+15.34 TO STA 524+45.34 (APPROACH SLAB-SEE BRIDGE PLANS)

STA 526+30.84 TO STA 526+60.84 (APPROACH SLAB-SEE BRIDGE PLANS)

E
X

 R
O

W

E
X

 R
O

W

SB LANE

2.0%2.0%2.0%

110’ & VARIES200’ & VARIES

PR ~ 41ST DRIVE CONNECTOR

E
X

 R
O

W

E
X

 R
O

W

4.0%

PCC PAVEMENT 9" (JOINTED)

PAVEMENT MARKING LINE 4" (TYP)

TIE BAR (TYP) 

MSE WALL (TYP)

1:3 1:3
4’

1:3
1:3

TOPSOIL FURNISH AND PLACE, 4" (TYP)

STA 521+33.00 TO STA 523+15.34

STA 523+15.34 TO STA 524+15.34
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STA 526+60.84 TO STA 527+60.84
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STA 523+15.34 TO 523+70.96

BRIDGE APPROACH CONNECTOR 

(PCC) SEE STANDARD 420401
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TO 13.75’

ANCHOR SLAB (TYP) ANCHOR SLAB (TYP)

SINGLE FACE PARAPET (TYP) SINGLE FACE PARAPET (TYP)

13’

CONN
COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24 (TYP)

PIPE UNDERDRAINS 4" (TYP)

SB LANE

STA 520+37.22 TO STA 521+33.00
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COMBINATION CONCRETE CURB AND GUTTER, TYPE B-6.24 (TYP)

PIPE UNDERDRAINS 4" (TYP)

4.0%
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1.58’

2.0%

6"

SUBBASE GRANULAR MATERIAL, TYPE A 6" 

SUBBASE GRANULAR MATERIAL, TYPE A 6" 

SELECT FILL
SELECT FILL

REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL AND ROCK FILL REMOVAL AND DISPOSAL OF UNSUITABLE MATERIAL AND ROCK FILL

AGGREGATE SUBGRADE IMPROVEMENT 16" 

SUBBASE GRANULAR MATERIAL, TYPE A 6"

BICYCLE RAILING, SPECIAL

PCC SIDEWALK 5"

PCC SIDEWALK 5"

13.75’

1’

4’

4’

NOTE: SEE STRUCTURAL PLANS FOR MSE WALLS, ANCHOR SLABS AND 

SINGLE FACE PARAPET DETAILS. MSE LEVELING PAD SHALL BEAR ON 

THE ROCK FILL (OR EMBANKMENT AS SHOWN ON CROSS SECTIONS).

SEE SPECIAL PROVISIONS FOR ROCK FILL.
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Ciorba Group, Inc.

5507 North Cumberland Avenue, Suite 402

Chicago, Illinois 60656

Tel. 773.775.4009          Fax 773.775.4014
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