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57 (140)BR&BR-1 KANKAKEE

CONTRACT NO. 66750

Cored Concrete Deck.  26’ to

River Bed.

Cored Concrete Deck.  26’ to

River Bed. (continued)

River Bed

Loose Brown Fine/Coarse Sand.

Hard to Very Stiff Gray Clay

Loamy Till with Layers of Silt and

Fine/Coarse Sand at 32’.
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DRILLING METHOD

Upon Completion

After

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)

The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, form 137 (Rev. 8-99)
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Larry MyersFAI 57 Over Kankakee RiverDESCRIPTION

140BR

612.04

NE 1/4, SEC. 9, TWP. 30N, RNG. 13W, 2nd PM
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Hard to Very Stiff Gray Clay

Loamy Till with Layers of Silt and

Fine/Coarse Sand at 32’.

W=Washed Sample (continued)

Hard to Very Stiff Light

Gray/Brown Loam/Clay Loam with

Layers of Sand and Silt.  Cobble

Size Rock Felt with Augers at 46’.

Skipped Sample at 47’ due to

Cobble Obstruction in Auger

Hard to Very Stiff Light

Gray/Brown Loam/Clay Loam with

Layers of Sand and Silt.  Cobble
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(continued)

Dense Brown Fine to Coarse

Sand with Minor Fine Gravel.
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Gray Limestone.
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DRILLING METHOD

Upon Completion

After

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)

The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
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