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SHEET   1 OF   1 SHEETS STA.          TO STA.           

PLOT TIME = 11:46:46 AM

B C

BC

2%
6%

2%
6%

GENERAL NOTES:

TABLE OF OFFSETS AND DROPS

LOCATION STATION

DISTANCE FROM
0

32’

.64’ .60’

30’

63.17’ 75’

27.86’

.56’ .47’

23.67’

100’ 125’ 150’ 175’ 200’ 225’ 250’ 277.49’

6’

.24’.16’

7’9.44’

.19’.23’

11.40’13.80’

.28’.33’

16.64’19.93’

.40’

EDGE OF PAVEMENT

OFFSETS FROM INSIDE

EDGE OF PAVEMENT

DROP FROM INSIDE

10" PCC PAV’T.

MAT. TY.A TYP.

12" SUBBASE GRAN.

PAV’T.

EXIST. MAINLINE

12"

VAR.6’6’VAR.

100’

100’

6’

6’ AGG. SHLD.

~ OF MEDIAN

EXIST. 2 LANE PAV’T.
63’214’

277’

4’

2%

PAV’T.

MEDIAN CROSSOVER2%

JOINT

JOINT

JOINT

JOINT

A

A

2%

2%

~ OF MEDIAN

24"

TYPICAL PLAN

1" = 20’

SECTION A-A

CENTERLINE OF MEDIAN CROSSOVER

TYPICAL SECTION THRU

MEDIAN DRAINAGE FLOW

MEDIAN DITCH

FLOW LINE OF
TEE SECTION

90° ELBOW &

PROFILE GRADE LINE

TYPICAL SECTION

10" PCC

FLOW LINE OF MEDIAN DITCH

TOP OF MEDIAN CROSSOVER

MODIFIED

406-5

100’

O
F
 

C
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S

S
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V
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D
 

P
T

100’

END CAP

TY. B TYP.

6" AGG. SHLD.

PIPE CULVERT

PROP. 24"

1:101:10

24" PIPE CUVLERT

DRAIN W/ 6" SLOT

TOP OF 12" SLOTTED

TRAFFIC CONTROL STANDARD 701416 IS TO BE USED WITH THIS DETAIL.

BE SEALED.

ALL LONGITUDINAL JOINTS SHALL BE A MAXIMUM OF 14’. ALL JOINTS SHALL 

MEDIAN CROSSOVER AS DETAILED.

FOR FURNISHING ALL NECESSARY MATERIALS AND LABOR TO CONSTRUCT THE

PRICE BID FOR CONTRACT ITEMS SHALL BE CONSIDERED FULL COMPENSATION

OF CURRENT STANDARD SPECIFICATIONS.

CONSTRUCTION OF MEDIAN CROSSOVER SHALL CONFORM TO THE REQUIREMENTS

SECTION, 24"

SLOPED METAL END

24", SEE DETAIL

SLOPED METAL END SECTION, 

TO MAINTAIN MEDIAN DITCH FLOWLINE

24" PIPE CULVERT MAY REQUIRE SOME EXCAVATION


