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EXISTING ENTRANCE

ENTRANCE SURFACE MATERIAL:

TYPE B

ENTRANCE SURFACE MATERIAL:

TYPE B

8" AGGREGATE SURFACE COURSE;

8" AGGREGATE SURFACE COURSE;

PLAN CULVERT LENGTH

*
EXIST. FORESLOPE

(USE FLATTER OF TWO.)
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SECTION A-A

USE 1:6 SLOPE OR MATCH

FIELD ENTRANCE DETAIL

NOTE:

REMOVAL

HMA SURFACE

HMA SURF. REMOVAL

DIRECTION OF

MILLING OPERATIONS

ROUNDED EDGE FROM

MILLING OPERATIONS)

(REMOVAL INCIDENTAL TO

REMOVE BY UNIFORM CUT

SAW CUT (INCIDENTAL)

SURFACE

EXISTING

CONCERNING THE USE OF THIS DETAIL

THE ENGINEER SHALL BE THE SOLE JUDGE

A PERPENDICULAR EDGE AS SHOWN IN THE DETAIL.

THEN A SAW CUT SHALL BE USED TO MANUFACTURE

WHEN MILLING OPERATIONS PRODUCE A ROUNDED EDGE,

HMA DETAIL AT BUTT JOINTS
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