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*D3 BRIDGE DECK SEALING 2014

NOT TO SCALE

PLAN VIEW

~ 
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AREA TO BE SEALED

LIMITS OF BRIDGE DECK SEALING

END TO END OF DECK

SEALING

BRIDGE DECK

LIMITS OF

VIEW
CROSS SECTION

SEE
FACE TO FACE

OR
OUT TO OUT

PARAPET AND MEDIAN

SECTION WITH

TUBULAR THRIE BEAM RETROFIT RAIL

SECTION WITH CURB AND
BRIDGE RAIL

SECTION WITH

ALUMINUM RAILING
CONCRETE AND

BRIDGE RAILING
CONCRETE BRIDGE RAIL

VARIOUS SECTIONS WITH SIDEWALK AND/OR CONCRETE CURB

AND ALUMINUM RAILING

SECTION WITH CONCRETE

OPENING TO TRAFFIC. COST IS INCLUDED WITH CONCRETE SEALER.

APPLICATION OF THE DECK SURFACE TREATMENT AND PRIOR TO

THE TEMPORARY COVERING SHALL BE REMOVED AFTER THE

PREVENT THE MATERIAL FROM BEING APPLIED TO THE JOINTS.

PRIOR TO APPLICATION OF THE DECK SURFACE TREATMENT, TO

EXISTING EXPANSION JOINTS SHALL BE TEMPORARILY COVERED,

TO OPENING TO TRAFFIC. COST INCLUDED WITH CONCRETE SEALER.

AFTER APPLICATION OF THE DECK SURFACE TREATMENT AND PRIOR

IT WILL NOT AFFECT THE MARKING’S REFLECTIVITY WHEN REMOVED

THE TEMPORARY COVERING MATERIAL USED SHALL BE SUCH THAT

AND TO PROTECT THE REFLECTIVE PROPERTIES OF THE MARKINGS.

PREVENT THE MATERIAL FROM BEING APPLIED TO THE MARKINGS

PRIOR TO APPLICATION OF THE DECK SURFACE TREATMENT, TO

EXISTING PAVEMENT MARKINGS SHALL BE TEMPORARILY COVERED

NOTE: BRIDGE APPROACH PAVEMENT SHALL NOT BE SEALED.


