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TYPICAL SECTIONS POPE
HAS

P.

ESCA PROJECT NO. 988.12

78230

112B-1 1156

~ FAP 885

1:2.5 &
 V

A
R

IE
S

EARTH

SHLD

12"

 3/16 "/’

0.04’/’

3’-0"

1:2
.5

 &
 V

A
R

IE
S

EARTH

SHLD

12"

 3/16 "/’

0.04’/’

3’-0"

HMA SHOULDERS, 8"

HMA SURFACE CSE (168 LBS/SQ YD), 1 1/2 "

3’-0" 3’-0"

LEVELING BINDER (MACHINE METHOD), (84 LBS/SQ YD),  3/4 "

NOTE:

4’-0" 4’-0"12’-0"12’-0"

PAINT PAVEMENT MARKING

LINE, 4" (TYP)

PROPOSED TYPICAL SECTION

STA 911+81 TO 912+70.50

STA 914+29.50 TO 915+18

BASE CSE WIDENING 10"

~ FAP 885

 3/16 "/’

0.04’/’

EARTH

SHLD

12"

 3/16 "/’

0.04’/’

3’-0"

HMA SURFACE CSE (168 LBS/SQ YD), 1 1/2 "

3’-0" 3’-0"

~ FAP 885

 3/16 "/’
0.04’/’

 3/16 "/’

HMA SURFACE CSE (168 LBS/SQ YD), 1 1/2 "

0.04’/’

1:2
.5

 &
 V

A
R

IE
S

HMA SHOULDERS 8"

3’-0"

EARTH

SHLD

12" 4’-0"

LEVELING BINDER (MACHINE METHOD), (84 LBS/SQ YD),  3/4 "

LEVELING BINDER (MACHINE METHOD), (84 LBS/SQ YD),  3/4 "

12’-0"4’-0" 12’-0"

4’-0" 4’-0"12’-0"12’-0"

PROPOSED TYPICAL SECTION

STA 915+18 TO 915+50

2’-0"

PROPOSED TYPICAL SECTION

STA 915+50 TO 915+81

2’-0"

HMA SHOULDERS 8"

BASE CSE WIDENING 10"

BASE CSE WIDENING 10"

HMA SHOULDERS, 8"

BASE CSE WIDENING 10"

HMA SHOULDERS, 8"

1:3
1:2

.5

3’-0" 3’-0"

1:3

BRIDGE APPROACH PAVEMENT CONNECTOR (PCC)

STA 912+64.50 TO STA 912+70.50

STA 914+29.50 TO STA 914+35.50


