
 

 

 

 

 

 

 

      

 

     

 

 

  

Binder 10�’’

Proposed HMA

2’-0’’ (Typ.)

1:1 1:
1

Exist. Pavement

Exist. Widening

LIMITS OF POROUS GRANULAR EMBANKMENT

SECTION WITHIN PAVEMENT REMOVAL

at ~ of Rdwy.

Culvert Sta. 252+00

~ Exist. and Prop.

S
ta
. 

2
5
2

+
11

S
ta
. 

2
5
1+

8
9

22’-0’’ Along ~ Rdwy.

6’-0’’

3
’-

0
’’

~ FAP 328 (US 45)

* Match Existing Cross Slopes

1:
1 1:1

Porous Granular Embankment

Maximum Pay Limits of

13’-0’’

3’-0’’

13’-0’’

Proposed HMA Surface Course, 1�’’

3’-0’’

Under CA-10

CA-7 or CA-11

Binder Course

Prop. 10�’’ HMA

Exist. PCC Pavement

* ** *

Shld. 8’’ (Typ.)

Prop. Agg.

Exist. and

SECTION COUNTY

ILLINOIS FED. AID PROJECT

328 WHITE 9 7

TOTAL

SHEETS

SHEET

NO.RTE.

109B-2

CONTRACT NO. 78313

SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

$USER$=USER NAME

6.0000 ’ / in.=PLOT SCALE

8/13/2013=PLOT DATE

c:\pw_work\pwidot\adamsam\d0325623\78313-sht-plan.dgn

=FILE NAME

DATE

DESIGNED

CHECKED

DRAWN

REVISED

REVISED

REVISED

REVISED

F.A.P.

AND SECTION WITHIN PAVEMENT REMOVAL

LIMITS OF POROUS GRANULAR EMBANKMENT

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

   

   

   

   

-

-

-

-

   

   

   

   Default

Surface 1�’’

Proposed HMA

(Typ. Each End)

in the Cost of PAVEMENT REMOVAL

Removal, Cost to be Included

Full Depth Prior to Pavement

Sawcut Existing Pavement

Exist. HMA Pavement

Under Pavement

1’-0’’ Min. CA-10

with Impervious Material at Each End.

Outer 3’-0’’ of Culvert Shall Be Backfilled

the top 1’-0’’ consisting of CA10).

Granular Embankment (CA7 or CA 11 with

and Maximum Pay Limits of Porous

Approximate Limits of Earth Excavation

4:14:1


