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ELECTRIC CONNECTION TO SIGN STRUCTURE

BRIDGE TYPE    
BE-602

 

SIGN LUMINARE

(TYPICAL)

 3/4 " DIA. LIQUID TIGHT FLEXABLE

CONDUIT (3’ MAXIMUM)

SIGN LUMINARE

(TYPICAL)

 3/4 " DIA. LIQUID TIGHT FLEXABLE

CONDUIT (3’ MAXIMUM)

SIGN LUMINARE

(TYPICAL)

SIGN LUMINARE

(TYPICAL)

BEAM CLAMP

(TYP.)

 3/4 " DIA. RIGID STEEL CONDUIT

4"

SIGN NUMBER

DECAL SIZE: 9"H X 8"W

CHARACTER SIZE: 8"H X 6"W

(LOCATE OVER SHOULDER)

 3/4 " DIA. RIGID STEEL CONDUIT

BEAM CLAMP (TYP.)

5’ MAX.

(TYP.)

 3/4 " DIA. LIQUID TIGHT FLEXIBLE

CONDUIT (3’ MAXIMUM)

MOUNTING CHANNEL

(SEE DETAIL B)

4"

SIGN NUMBER

DECAL SIZE: 9"H X 8"W

CHARACTER SIZE: 8"H X 6"W

(LOCATE OVER SHOULDER)

 3/4 " DIA. RIGID STEEL CONDUIT

BEAM CLAMP (TYP.)

5’ MAX.

(TYP.)

 3/4 " DIA. LIQUID TIGHT FLEXIBLE

CONDUIT (3’ MAXIMUM)

MOUNTING CHANNEL

(SEE DETAIL B)

4"

SIGN NUMBER

DECAL SIZE: 9"H X 8"W

CHARACTER SIZE: 8"H X 6"W

(LOCATE OVER SHOULDER)

 3/4 " DIA. RIGID STEEL CONDUIT

5’ MAX.

(TYP.)

 3/4 " DIA. LIQUID TIGHT FLEXIBLE

CONDUIT (3’ MAXIMUM)
MOUNTING CHANNEL

(SEE DETAIL B)

ONE HOLE CLAMP WITH

CLAMP BACK (TYP.)

SEE DETAIL C

4"

 3/4 " DIA. RIGID STEEL CONDUIT

5’ MAX.

(TYP.)

MOUNTING CHANNEL

(SEE DETAIL B)

 3/4 " DIA. LIQUID TIGHT FLEXIBLE

CONDUIT (3’ MAXIMUM)

ONE HOLE CLAMP WITH

CLAMP BACK (TYP.)

SEE DETAIL C

SIGN NUMBER

DECAL SIZE: 9"H X 8"W

CHARACTER SIZE: 8"H X 6"W

(LOCATE OVER SHOULDER)

SIGN LUMINARE

(TYPICAL)

 3/4 " DIA. LIQUID TIGHT FLEXABLE

CONDUIT (3’ MAXIMUM)

BEAM CLAMP (TYP.)

27/16"

1 5/8 " SPRING LOADED NUT

#12 GA.

CONTINUOUS-SLOT

MOUNTING CHANNEL

GALVINIZED STEEL

DETAIL B

4"

5’ MAX.

(TYP.)

MOUNTING CHANNEL

(SEE DETAIL B)

 3/4 " DIA. LIQUID TIGHT FLEXIBLE

CONDUIT (3’ MAXIMUM)

ONE HOLE CLAMP WITH

CLAMP BACK (TYP.)

SEE DETAIL C

SIGN NUMBER

DECAL SIZE: 9"H X 8"W

CHARACTER SIZE: 8"H X 6"W

(LOCATE OVER SHOULDER)

 3/4 " DIA. RIGID

STEEL CONDUIT

DETAIL CRED

BLACK

WHITE

BARE

RED

BLACK

WHITE NEUTRAL

GREEN GROUND

20A FUSES

SOLID NEUTRAL

SAFETY SWITCH

SPLICE IN

JUCTION BOX

CABLES AS SPECIFIED

#10 ELECTRIC CABLES

LUMINAIRES ON

ALTERNATE CIRCUITS

WIRING DIAGRAM

FUSE

30A

HEAVY DUTY SAFETY SWITCH, 3P-30A

FUSABLE WITH 20A FUSES, AND SOLID

NUETRAL, NEMA 4X STAINLESS STEEL

ENCLOSURE WITH INTEGRAL MOUNTING

LUGS.

HEAVY DUTY SAFETY SWITCH, 3P-30A

FUSABLE WITH 20A FUSES, AND SOLID

NUETRAL, NEMA 4X STAINLESS STEEL

ENCLOSURE WITH INTEGRAL MOUNTING

LUGS.

HEAVY DUTY SAFETY SWITCH, 3P-30A

FUSABLE WITH 20A FUSES, AND SOLID

NUETRAL, NEMA 4X STAINLESS STEEL

ENCLOSURE WITH INTEGRAL MOUNTING

LUGS.

HEAVY DUTY SAFETY SWITCH, 3P-30A

FUSABLE WITH 20A FUSES, AND SOLID

NUETRAL, NEMA 4X STAINLESS STEEL

ENCLOSURE WITH INTEGRAL MOUNTING

LUGS.

HEAVY DUTY SAFETY SWITCH, 3P-30A

FUSABLE WITH 20A FUSES, AND SOLID

NUETRAL, NEMA 4X STAINLESS STEEL

ENCLOSURE WITH INTEGRAL MOUNTING

LUGS.


