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LANE EDGE OR EDGE OF PAVEMENT

PAVEMENT FABRIC REQUIRED FOR

ENTIRE P.C.C. PAVEMENT PANEL

THAT CONTAINS A CASTING.

CASTING

OUTSIDE LIMITS

AA

GENERAL NOTES

DESIGNER NOTES

 
NEED PAY ITEM FOR PAVEMENT FABRIC

SECTION A-A

HINGE OR

CONTRACTION JOINT

INCLUDE STD. 420701

THE CASTING SHALL BE SET TO GRADE, ANCHORED,

AND INCORPORATED INTO THE P.C.C. PAVEMENT

CONSTRUCTION.  SEPARATE PAVEMENT BLOCKOUTS

WILL NOT BE ALLOWED.

 

SEE STD. 420701 FOR ADDITIONAL PAVEMENT

FABRIC DETAILS.

 

PAVEMENT FABRIC WILL BE PAID FOR SEPARATELY.

THE QUANTITY OF PAVEMENT FABRIC WILL BE

THE COMPUTED SURFACE AREA OF THE P.C.C.

PAVEMENT PANEL IN WHICH THE PAVEMENT FABRIC

IS INSTALLED.  NO DEDUCTION WILL BE MADE FOR

THE CASTING AREA.

LANE EDGE OR EDGE OF PAVEMENT

3 1/2 " COVER

HINGE OR

CONTRACTION JOINT

CASTINGS IN P.C.C. PAVEMENT
420-2


