
PCC SIDEWALK

PCC SIDEWALK

TYPE 1

TYPE 2

BENT BAR DETAIL

*

*

APPLIED AT LOCATIONS WHERE WALL

HEIGHT VARIES FROM 6" TO 1’-3"

APPLIED AT LOCATIONS WHERE WALL

HEIGHT VARIES FROM 1’-3" TO 4’-1 1/4 "

LIMITS OF MEASUREMENT

PCC SIDEWALK SPECIAL

VARIABLE

 1/2 " CHAMFER (TYP)
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#15 BARS AT 1’-6" CTS.

(SEE DETAILS)

2"

3" DIA. WEEP HOLES 9’-11" O.C.

WHEN h GREATER THAN 1’-0"

0.04 CU. YD.

COARSE AGGREGATE

4"

0.04 CU. YD.

COARSE AGGREGATE

#15 BARS AT 1’-6" CTS.

BY h + (h - 1’-0")

3" DIA. WEEP HOLES 9’-11" O.C.
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(SEE DETAILS)
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LIMITS OF MEASUREMENT

PCC SIDEWALK SPECIAL

VARIABLE

 1/2 " CHAMFER (TYP)

8"

h

1’-6"

6"

*

HEIGHT VARIES AS PER STANDARD 424001.

PCC SIDEWALK SPECIAL WITH RETAINING WALL

424-31

NOTE: PREFORMED EXPANSION JOINT FILLER SHALL BE PLACED ALONG THE ENTIRE

JOINT AT LOCATIONS WHERE THE PCC SIDEWALK SPECIAL CHANGES FROM TYPE 1

TO TYPE 2. PREFORMED EXPANSION JOINT FILLER SHALL COMPLY WITH SECTION 1051

OF THE STANDARD SPECIFICATIONS. COST INCIDENTAL TO PCC SIDEWALK 6" SPECIAL.


