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Designer Note:  The Type G-1 design encroaches onto the pavement.  Therefore, the use of 

the G-1, Special design, which is recessed, should be considered if topography permits.  

Designer to include District CADD Standard in the plans. 

 

 

INLET-MANHOLE, TYPE G-1, 4' (1.2 M) DIAMETER 

 

Effective October 1, 1995 Revised January 1, 2007 

 

This work shall consist of furnishing all labor, equipment, and materials for the construction of 

Inlet-Manhole, Type G-1, 4' (1.2 m) Diameter and Combination Concrete Curb and Gutter in 

accordance with Sections 602 and 606 of the Standard Specifications and the details in the 

plans. 

 

Add "INLET-MANHOLE, TYPE G-1, 4' (1.2 m) DIAMETER" to Article 602.16 of the Standard 

Specifications.  Delete the first paragraph of Articles 606.14 and 606.15 of the Standard 

Specifications. 

 

Payment for transitional Combination Curb and Gutter will be included in "INLET-MANHOLE, 

TYPE G-1, 4' (1.2 m) DIAMETER" in accordance with details shown in the plans. 

 

This work will be paid for at the contract unit price Each for INLET-MANHOLE, TYPE G-1, 4' 

(1.2 m) DIAMETER. 

 

 


