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DIRECTION OF TRAFFIC
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CHANNELIZATION DRUM
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NOTES

   OPERATION DURING THIS STAGE OF CONSTRUCTION.

1.  EXISTING LANE CONFIGURATIONS ARE TO REMAIN IN

EXISTING R.O.W.

PROPOSED R.O.W.

EXISTING EDGE OF PAVEMENT

PROPOSED R.O.W.

EXISTING R.O.W.

~ ILLINOIS ROUTE 59

PROPOSED R.O.W.

EXISTING R.O.W.
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STA. 3913+82 TO STA. 3915+43

SN 022-W043

PROPOSED RETAINING WALL

STA. 3920+19 TO STA. 3922+71

SN 022-W044

PROPOSED RETAINING WALL

STA. 3911+30 TO STA. 3913+30

SN 022-W042

PROPOSED RETAINING WALL
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AHEAD

W20-1(O)-48

W21-1a(O)-48

ONLY
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ONLY

ONLY

ONLY ONLY

ONLY

ACCORDANCE WITH IDOT STANDARD 701601

PERIODS ONLY. LANE CLOSURE SHALL BE IN

RIGHT LANE MAY BE CLOSED DURING OFF-PEAK

CLOSED

W20-5(O)-48

AHEAD

RIGHT LANE

STANDARD 701601)

LANE CLOSURE IS IN EFFECT (SEE IDOT

SIGN TO BE SETUP ONLY WHEN OFF-PEAK

DETAIL TC-22

DISTRICT 1

SEE IDOT

 

 

STANDARD 701601

BE IN ACCORDANCE WITH IDOT

ONLY. LANE CLOSURE SHALL

DURING OFF-PEAK PERIODS

RIGHT LANE MAY BE CLOSED

BURNING LIGHTS SPACED AT 25’ C-C

CHANNELIZATION DRUMS WITH STEADY

ACCORDANCE WITH IDOT STANDARD 701601

PERIODS ONLY. LANE CLOSURE SHALL BE IN

RIGHT LANE MAY BE CLOSED DURING OFF-PEAK

BURNING LIGHTS SPACED AT 25’ C-C

CHANNELIZATION DRUMS WITH STEADY
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