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ILLINOIS ROUTE 59

MAINTENANCE OF TRAFFIC

DIRECTION OF TRAFFIC

LEGEND

CONSTRUCTION WORK ZONE

TYPE II BARRICADES 0R DRUMS

CHANNELIZATION DRUM

SIGN LOCATION

TYPE III BARRICADE LOCATION

FLASHING YELLOW LIGHT

TEST LEVEL 2

IMPACT ATTENUATOR (NON-REDIRECTIVE)

PROPOSED R.O.W.STA 3959+50 TO STA 3967+00

TEMPORARY CONCRETE BARRIER

(TYP.)

EXISTING PAVEMENT MARKING

SEE MOT DETAIL SHEET AND NOTE 3

STA. 3966+30 TO STA. 3968+00

CURB REMOVAL

+
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+
0
0

+
0
0

(CONSTRUCTED IN CONTRACT 60P41)

STA. 3959+41 TO STA. 3964+38

RETAINING WALL SN 022-W045

4 8

SPACED AT 25’ C-C (TYP.)

WITH STEADY BURNING LIGHTS

DRUMS OR TYPE II BARRICADES

3955+00 3969+00

EXISTING EDGE OF PAVEMENT 

STA 3965+06 TO STA 3965+98

GUARDRAIL REMOVAL

ATTACHED TO ABUTMENT WINGWALL

AND TRAFFIC BARRIER TERMINAL, TYPE 6

INSTALL TRAFFIC BARRIER TERMINAL, TYPE 1 (SPECIAL) TANGENT

AFTER COMPLETION OF RETAINING WALL,

STA. 3966+05 TO STA. 3971+00

SN 022-W046

PROPOSED RETAINING WALL

20’

+
5
0

AWAY FROM TRAFFIC

TAPER RATE 8:1
PROPOSED R.O.W.

(CONSTRUCTED IN CONTRACT 60P41)

PROPOSED PUMP STATION #47

    ATTENUATORS.

4.  SEE IDOT STANDARD DETAIL 643001, SAND MODULE IMPACT

 

    FOR CURB REMOVAL.

    BARRIER SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE

    OF THE IMPACT ATTENUATOR AND TEMPORARY CONCRETE

3.  GRADING OF THE FLAT AREA  REQUIRED FOR THE PLACEMENT

 

2.  SEE CROSS SECTIONS FOR GRADING DETAILS.

 

   OPERATION DURING THIS STAGE OF CONSTRUCTION.

1.  EXISTING LANE CONFIGURATIONS ARE TO REMAIN IN

SEE MOT DETAIL SHEET AND NOTES 3 & 4

TEMPORARY CONCRETE BARRIER

FOR IMPACT ATTENUATORS AND

FLAT AREA AND TEMPORARY SHOULDER 

27

SPACED AT 25’ C-C (TYP.)

WITH STEADY BURNING LIGHTS

CHANNELIZATION DRUMS

EXISTING R.O.W.

EX   R.O.W.
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ACCORDANCE WITH IDOT STANDARD 701601

PERIODS ONLY. LANE CLOSURE SHALL BE IN

RIGHT LANE MAY BE CLOSED DURING OFF-PEAK

COUNTY
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CONTRACT NO. 60P42

SECTIONF.A.P. RTE.

SCALE IN FEET

200’150’100’50’0

SCALE: AS SHOWN

 

SHEET NO. OF SHEETS

NAV

KES

PJO

05-11-12

2011-036-I338 234

 3955+00

 3960+00
 3965+00


