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F.A.  

TRAFFIC BARRIER TERMINAL, TYPE 1 SPECIAL

CURB REMOVAL (PARTIAL) FOR

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

   

   

   

   

-

-

-

-

   

   

   

   Default

6:1 TAPER

EDGE OF PAVEMENT

OF RAIL 3’-0" (900)

DISTANCE FROM FACE

BACK OF CURB & GUTTER

EDGE OF SHOULDER OR

1.2 m (4 ft.)

0.9 m (3’-0")

DISTANCE FROM FACE OF RAIL

GUARDRAIL AT 50:1 TAPER

EDGE OF SHOULDER WIDENING
UNLESS OTHERWISE NOTED

3.0 m (10’-0")

DEPRESSED CURB FOR URBAN CROSS SECTION

CURB REMOVAL (PARTIAL)

SHOULDER AT 50:1 TAPER

SLOPE

1:10 MAX

15.2 m (50’-0")7.2 m (24’-0")

3.8 m (12’-6") CURB & GUTTER

7.6 m (25’-0") SHOULDER

SHOULDER OR CURB & GUTTER

TRANSITION TO EXISTING

19.0 m (62’-6") CURB & GUTTER

22.8 m (75’-0") SHOULDER

NOTES:

STANDARD 630301

SHOULDER WIDENING SHALL BE IN ACCORDANCE WITH STATE

IN-PLACE GUARDRAIL.

SECTION HEIGHT TO BE PLACED MUST MATCH THE HEIGHT OF THE

COST INCLUDED WITH THE COST OF THE TERMINAL. THE TERMINAL

IN-PLACE BEFORE ORDERING THE NEW TERMINAL SECTION.

THE CONTRACTOR SHALL VERIFY THE TYPE/HEIGHT OF GUARDRAIL
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