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m::f::g:;:ﬂmorTmnsponaunn Date __ 4/7/98
ROUTE FAI 74 (1-74) DESCRIPTION 1-74 over Jefferson St. (CH 22) LOGGED BYD. Scheuermani
SECTION (90-14)R LOCATION _Morton, IL, SEC. 17, TWP. 25N, RNG. 3W, 3° PM,
Latitude 40° 37" 17.74927" N, Longitude 89° 28 41.73874" W
COUNTY Tazewell DRILLING METHOD HSA HAMMER TYPE Automatic
STRUCT. NO. EX 090-0016 D| B | U| M }surface Water Elev. NA £ |D| B UM
Station 558+75.28 E|l L | €| O StreamBedElev. NnA 8 |E| L C 1O
Plo|s |1 PlO|s |
BORING NO. 9A T|w S || Groundwater Elev.: TIw S
Station 557+01.0 H| § | Qu| T || FirstEncounter 7162 #¥Y |H| S |Qu| T
Offset 109ft LT " Upon Completion - ft
Ground Surface Elev. _ 728.67 _ ft |(ft)| (/6") | (tsf) | (%} || After _24 Hrs. 7251 ft Y | ()| (6") | {tsf) | (%)
Setting Augers. No samples Gray CLAY LOAM Till (continued) 4 123 14
] 5| s
Y -
72447 |
Brown and Gray SILTY CLAY 5 3 25| 3
3 (18] 27 318 14
- 5 B 15| B
71947 _| |
Brown SILTY CLAY o 2 30 2
2 0421 3 |12 15
-1 3 B - 5 B
¥ | _
Free H20
714.17 ———:
Gray SILTY LOAM 5| 2 as| 2
6 | 1.0 19 3 (13 13
1 6 B - 5 B
709.47 ]
Gray CLAY LOAM Till 20 2 w0 2

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
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Date 4/7/98

ROUTE FAI 74 (I-74) DESCRIPTION 1-74 over Jefferson St. (CH 22) LOGGED BYD. Scheuerman
SECTION (90-14)R LOCATION _Morton, IL, SEC. 17, TWP. 25N, RNG. 3W, 3" PM,
Latitude 40° 37' 17.74927" N, Longitude 89° 28'41.73874" W
COUNTY Tazewell DRILLING METHOD HSA HAMMER TYPE Automatic
STRUCT. NO. EX 090-0016 D| B | U | M || Surface Water Elev. NA ft (DB UM
Station 558+75.28 E| L | €| O | streamBedElev. NA ft |E| L C] O
P| O S I P| O S |
BORING NO. 9A T W S || Groundwater Elev.: T W S
Station 557+01.0 H| § | Qu| T || FirstEncounter 7162 fty |H| S |Qu| T
Offset 109t LT " Upon Completion *ft "
Ground Surface Elev. __ 728.67 _ ft |(ft)| (/6")| (tsf) | (%%) || After _24 Hrs. ___ 72514 ft ¢ |(ft)| (6")] (tsf) | (%)
Gray CLAY LOAM Till (continued) 3 | 1.2 | 15 |[ Gray CLAY LOAM Till (continued) 6 [ 21] 13
4| B 19 |8
a5 3 &5 3
Sample cut by rock, No Qu 5 15 7 12313
1 6 19| 8B
50 4 0l 4
Sample cut by rock, No Qu. 5 15 7 127113
-1 7 -1 10 B
8| 2 75| 4
5 1.7 | 156 8 12712
R B 113 B
50l 3 8 5

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)
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inels Deparinent o Transportaion Date __4/7/98
ROUTE FAI 74 (I-74) DESCRIPTION 1-74 over Jefferson St. (CH 22) LOGGED BYD. Scheuermanr
SECTION (90-14)R LOCATION _Morton, IL, SEC. 17, TWP. 25N, RNG. 3W, 3“ PM
Latitude 40° 37' 17.74927" N, Longitude 89° 28'41.73874" W
COUNTY Tazewell DRILLING METHOD HSA HAMMER TYPE Automatic
STRUCT. NO. EX 090-0016 D B | U | M| surface Water Elev. NA ft [D| B | UM
Station 558+75.28 E| L | C| O | StreamBed Elev. NA_ft |E| L [C|O
P| O ) 1 P| O S 1
BORING NO. 9A T W S || Groundwater Elev.: T W S
Station 557+01.0 H| 8 | Qu | T || FirstEncounter 7162 # Y |H| S jQu | T
Offset 109ft LT Upon Completion *_ft " o
Ground Surface Elev. 728.67__ ft |(ft)| (/6") | {tsF) | (%) || After _24 Hrs. 7251 ft & | (f)| (167) | (tsf) | (%)
Gray CLAY LOAM Till (continued) 7 | 29| 13 | Gray CLAY LOAM Till (continued) 10 |33 13
13| 8 11els
| 624.17  _|
85| 4 Gray/Brown SILTY LOAM w/ 08| 7
8 35 | 13 || organics 8 0435
113 | 8 113 s
917 | 61947 _|
Gray, Coarse SAND & GRAVEL 90| 13 Gray SILTY CLAY 10| 3
(Loamy) 7 J 477029
T 24 - 6 B
634.17 | 61417 _|
Gray CLAY LOAM Till o5 7 Green/Gray CLAY LOAM Till 15| 6
13157 12 T [37] 16
21 B -1 13 S
a0 8 az0] 8
The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value} is the sum of the last two blow values in each sampling zone (AASHTO T206)
BBS, form 137 (Rev. 8-99)

engineers - scientists - planners  312-565-0450 Job No. 10056
FILE NAME = USER NAME = mbecker DESIGNED -  MFB REVISED SOIL BORING LOGS 2 OF 10 FR.%L SECTION COUNTY STHOETEATLS S}:J%FT
CHECKED - MRB REVISED STATE OF ILLINOIS STRUCTURE NO. 0900167 T4 [30-[14R:(14HB-4,14,14HVBIBR] TAZEWELL | 2433 | 1966
09008167 68620_55_1092.dgn PLOT SCALE = DRAWN - PRT REVISED DEPARTMENT OF TRANSPORTATION - 2 CONTRACT NO. 68620
PLOT DATE = 7/16/2012 CHECKED - MRB REVISED SHEET NO. SB55 OF SB65 SHEETS \ILLINOIS\FED. AID PROJECT

x:\180B0Bs\10056\engineering_documents_phase_11\174overJef ferson\F1nal\B9080167_68620_55_log2.dgn

11:09:29 AM

7/16/2012



