Pay Limits of Class SI Concrete (Outlet), Special
QUANTITY CALCULATION
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No. 6 x 24 (No. 20 x 600) Epoxy Coate PLAN Edge of pavement
tie bars at 24 (600) centers - or paved shoulder SECTION A-A & C-C
TYPICAL URBAN ENTRANCE
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Edge of pavement PLAN No. 6 x 24 (No. 20 x 600) Epoxy Coated
. GENERAL NOTES
or paved shoulder tie bars at 24 (600) centers 1) Slope may be increased from 4% (min.) to 6% (max.) In order
QUANTITIES TYPICAL RURAL ENTRANCE to match the existing.
CALC. BY: ATE 2.) The cross-slope is 1o be constructed as given in the plans from back
D : tfurnout to where driveway matches existing.
CHECKED BY:
DATE: ENTRANCE

QUANTITY CALCULATIONS ARE ON
FILE AT THE DISTRICT 4 OFFICE;
BUREAU OF PROJECT IMPLEMENTATION;
DOCUMENTATION SECTION

3.) For Non-Commercial Entrances the driveway thickness shall be 6 (150).

For Commercial Entrances the driveway thickness shall be 8 (200).

All dimensions agre in inches (millimeters)
unless otherwise noted.
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