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* VARIOUS

  D6 TRAFFIC SIGNAL MOD 2007-1

  SANGAMON

* **

KDA

JULY ’06

PROPOSED TRAFFIC SIGNALS

SCALE IN FEET
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TRAFFIC SIGNAL QUANTITIES

LOCATION:

QUANTITY UNIT ITEM

EACH

EACH

EACH

1 EACH

FOOT

4 EACH

9 EACH

VETERANS PKWY & WALNUT ST. (SPRINGFIELD)

1 FULL-ACTUATED CONTROLLER AND TYPE V CABINET

8

36

1623.0

TRAFFIC SIGNAL BACKPLATE

INDUCTIVE LOOP DETECTOR

REMOVE EXISTING TRAFFIC SIGNAL EQUIPMENT

ELECTRIC CABLE IN CONDUIT, GROUND, #6 1/C (GREEN)

SIGNAL HEAD, POLYCARBONATE, LED, 1-FACE, 3-SECTION, BRACKET MOUNTED

MODIFY EXISTING TRAFFIC SIGNAL BACKPLATE

VETERANS PKWY. & WALNUT ST.

NOTE 1: INSTALL PROPOSED TYPE V CABINET ON EXISTING

        FOUNDATION.  CONTRACTOR SHALL FIELD VERIFY

        EXISTING CABINET FOUNDATION ANCHOR BOLT

        SPACING AND MAKE ADJUSTMENTS TO PROPOSED

        CABINET AS NECESSARY

NOTE 2: REMOVE EXISTING 5-SECTION SIGNAL HEAD AND

        INSTALL PROPOSED 3-SECT SIGNAL HEAD.  ANY 

        ADDITIONAL BRACKETING EQUIP[MENT AND MODIFICATIONS

        NECESSARY TO INSTALL THE PROPOSED SIGNAL HEADS 

        WITHIN THE EXISTING BRACKETING SHALL BE INCLUDED IN

        THE COST FOR SIGNAL HEAD, POLYCARBONATE, LED, 1-FACE,

        3-SECT, BRACKET MOUNTED 

NOTE 1

NOTE 2

NOTE 2

NOTE 3: THE EXISTING MASTER CONTROLLER AND TRANSCEIVER

        SHALL BE RELOCATED TO THE PROPOSED CABINET.  THIS 

        WORK SHALL BE INCLUDED IN THE COST FOR FULL-ACTUATED

        CONTROLLER AND TYPE V CABINET

TRAFFIC SIGNAL NOTES:

EACH1 MAINTENANCE OF EXISTING TRAFFIC SIGNAL INSTALLATION

D6 TRAFFIC SIGNAL MOD 2007-1

SANGAMON COUNTY
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