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F.A.P. 749 (IL. ROUTE 133)  SECTION (122BR)BR

STAGE I CONSTRUCTION LINE

STAGE I REMOVAL LINE

TEMPORARY CONCRETE BARRIER
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PROPOSED S.N. 015-0074

4-SPAN PRECAST PRESTRESSED I BEAM

STA. 933+50.00, SKEW 0^

(STAGE I CONSTRUCTION)

DATE  1/06

DRAWN BY  MLO

CHECKED BY PBB

+
2

5
.0

0

+
1
2
.5

0

+
7

5
.0

0

+
8

7
.5

0

TEMPORARY PAVEMENT MARKING

LINE - 4" (WHITE)

TEMPORARY PAVEMENT MARKING

LINE - 4" (WHITE)

STAGE I

PROPOSED TRAFFIC BARRIER TERMINAL TYPE 6,

STEEL PLATE BEAM GUARDRAIL TYPE A AND

TRAFFIC BARRIER TERMINAL TYPE 1 SPECIAL

(FLARED) SHALL BE SET FOR PROPOSED GRADES

NOTES:

PROPOSED TRAFFIC BARRIER TERMINAL 

TYPE 6,STEEL PLATE BEAM GUARDRAIL 

TYPE A AND TRAFFIC BARRIER TERMINAL 

TYPE 1 SPECIAL (TANGENT) 

SHALL BE SET FOR PROPOSED GRADES

TYPE 1 SPECIAL (TANGENT) 

TERMINAL ENDS AT 

STA 937+04.15

APPROACH SLAB REMOVAL
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TEMPORARY RAMP
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BASE COURSE (OPTION) 

BASE COURSE (OPTION) 

GUARDRAIL REMOVAL

BASE COURSE (OPTION) 

TRAFFIC CONTROL PLAN

STAGE I CONSTRUCTION
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CATCH BASIN REMOVAL

INCLUDED IN COST OF

APPROACH SLAB REMOVAL

COVER EXISTING APPROACH

DRAIN FOR STAGE I TRAFFIC
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BRIDGE APPROACH PAVEMENT
STD. 420401 

BRIDGE APPROACH PAVEMENT
CONNECTOR (FLEXIBLE) 

BASE COURSE (OPTION) 

BRIDGE APPROACH PAVEMENT

CONNECTOR (FLEXIBLE)

BRIDGE APPROACH PAVEMENT

STD. 420401 

PRIOR TO STAGE I, CONSTRUCT RIGHT (SOUTH) SIDE

BASE COURSE (OPTION) UTILIZING STD. 701201.

BITUMINOUS CONCRETE SURFACE COURSE, BITUMINOUS 

CONCRETE BINDER AND/OR LEVELING BINDER COURSE

AND AGGREGATE SHOULDERS SHALL BE PLACED FOLLOWING

STAGE I AND STAGE II CONSTRUCTION UNDER STD. 701201

SEE BRIDGE PLANS FOR ADDITIONAL INFORMATION ON

STAGE CONSTRUCTION

UNLESS NOTED, BASE COURSE (OPTION) TO REMAIN

IN PLACE AFTER BRIDGE CONSTRUCTION IS COMPLETE

ALL DETAILS NOT SHOWN ARE TO BE PER THE REQUIREMENTS

OF STD. 701321.

FOR ADDITIONAL DETAILS ON LANE CLOSURES WITH 

BARRIERS, SEE SPECIAL PROVISION FOR TRAFFIC 

CONTROL AND PROTECTION AND STD. 701321 

TEMPORARY

SOIL RETENTION

SYSTEM

(SEE BRIDGE PLANS)

TEMPORARY

SOIL RETENTION

SYSTEM

(SEE BRIDGE PLANS)

 931  932  933  934  935+00  936 930+00  931  932  933  934  935+00  936


