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STAGE CONSTRUCTION DETAILS

STRUCTURE NO. 092-2044

138 East Wood Street

Fax:       217.532.6300

Phone:  217.532.9233

Hillsboro, IL 62049

McDonough-Whitlow, P.C.
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PROFESSIONAL DESIGN No. 184-002754

SHEET NO. 2 OF 9 SHEETS

Notes: 

  Stage Construction cross sections 

are looking North.

  For details of Temporary Concrete 

Barrier, see sheet 3 of 9.

GUARDRAIL POST

LAYOUT DETAIL

5’-5 1/8 " 5’-5 1/8 "17 Spaces at 2’-10 1/4 "

Guardrail post

and baseplate typ.

~ Structure

~ Structure

29’-8 1/4 " 29’-8 1/4 "
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  The Contractor shall connect the first sheet to the existing abutment wall to 

ensure stability of sheets driven to the top of the existing footing.  This connection 

shall be reviewed and accepted by the Engineer and included in the cost for 

Temporary Sheet Piling.

  If the Contractor chooses to alter the temporary cantilevered sheet piling design 

requirements shown on the plans, a design submittal including plan details and 

calculations will be required for review and acceptance by the Engineer.

29

Sta. 69+75.44 RT

Sta. 69+52.56 LT

1’-5 1/8 " 1’-5 1/8 "

Minimum Section Modulus = 25.2 in /ft.

Front face of 

guardrail
TEMPORARY SHEET PILING DETAIL
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Stage II 

sheeting

Stage II 

sheeting

Stage I sheetingStage I sheeting Ground surface/

top of sheet piling

Elev. 671.57

Elev. 659.17

Elev. 688.08 Elev. 688.19

Remove wingwalls and footings 

as required for new structure.
Minimum tip elevation

of sheet piling

Maximum Excavation Line

Elev. 688.13

Sta. 69+64.00 |22’-9"

Elev. 659.17

South North

2’-5"

1.221.22

Elev. 675.68 Elev. 675.68

Elev. 671.57

Elev. 672.02

Elev. 672.08
2’-5" 2’-5"

2’-5"

|24’-0"

|22’-7"

|28’-10"

Existing closed abutment

bridge to be removed


