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SECTION COUNTY

ILLINOIS FED. AID PROJECT

 74    MCLEAN  175 12
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   (57-23,57-24)RS-1  

CONTRACT NO. 70648

SHEET NO. 3 OF 9 SHEETS STA.            TO STA.            SCALE: NONE     
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STATE OF ILLINOIS
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TIE BAR

PAVEMENT REINFORCEMENT

HOT-MIX ASPHALT BINDER COURSE, 3�"

HOT-MIX ASPHALT SURFACE COURSE, 1�"

ASPHALT SUB-BASE, 4"

STABILIZED HOT-MIX

P.C.C. PAVEMENT, 8"

CONTINUOUSLY REINFORCED
MATERIAL, TYPE C, 4"

SUB-BASE GRANULAR

UNDERDRAINS, 4"

PIPE

SHOULDERS, 5"

HOT-MIX ASPHALT

TIE BAR

PAVEMENT REINFORCEMENT

ASPHALT SUB-BASE, 4"
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P.C.C. PAVEMENT, 8"
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HOT-MIX ASPHALT SURFACE COURSE, 1�"

1:6
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2’-0"

TYPE A

AGGREGATE SHOULDERS,

ASPHALT SHOULDERS, 8"

STABILIZED HOT-MIX 

SHOULDER, TYPE B

AGGREGATE WEDGE

1:6 1:6

*NOTE:

THIS TYPICAL CROSS SECTION IS FOR INFORMATION ONLY.

*NOTE:

AND REPLACEMENT IN THE WESTBOUND LANES

PROPOSED IMPROVEMENTS INCLUDE ONLY GUARDRAIL REMOVAL

THIS TYPICAL CROSS SECTION IS FOR INFORMATION ONLY.
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