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LT. STA. 31+94.00 /  HEMLOCK ST.

TYPICAL DETAIL OF SIDEROAD RETURNS ON F.A.S. 1478

RT. STA. 31+94.00 /  BICENTENNIAL DR.

TYPICAL DETAIL OF SIDEROAD RETURNS ON F.A.S. 1478
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~ MAINLINE ROUTE

SURFACE REMOVAL - BUTT JOINT

HOT-MIX ASPHALT

MAINLINE RESURFACING

EDGE OF PROPOSED
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PROFILE
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ASPHALT RESURFACING

EDGE OF HOT-MIX

2�"

REMOVAL - BUTT JOINT

HOT-MIX ASPHALT SURFACE

(64’-0" FROM ~ F.A.S. 1478)

|47’-0"

2�"

SURFACE REMOVAL, 2�"

HOT-MIX ASPHALT

PAVEMENT, 8"

JOINTED P.C.C.

SURFACE COURSE (168 LBS./SQ. YD.)

PROPOSED HOT-MIX ASPHALT

LEVEL BINDER (112 LBS./SQ. YD.)

PROPOSED HOT-MIX ASPHALT

SURFACING (280 LBS./SQ. YD.)

INCIDENTAL HOT-MIX ASPHALT

P.C.C. PAVEMENT

PAVEMENT

EXISTING P.C.C.

GENERAL NOTES

   BE RESURFACED TO THE DIMENSION SHOWN ABOVE.

   TO MAINTAIN THEIR CURRENT RADII AND SHALL

   EXISTING SIDEROADS SHOULD BE RESURFACED

   SIDEROADS IN THEIR ENTIRETY. THE

   IS INTENDED TO RESURFACE THE EXISTING

2. THE INCIDENTAL HOT-MIX ASPHALT SURFACING

   SPECIFICATIONS.

   ACCORDANCE WITH SECTION 408 OF THE STANDARD

1. THE EXISTING SURFACE SHALL BE PREPARED IN

   THE EXISTING CONCRETE PAVEMENT SURFACE.

   HOT-MIX ASPHALT OVERLAY AND TO TEXTURE

   TO REMOVE THE FULL THICKNESS OF EXISTING

   SURFACE REMOVAL - BUTT JOINT IS INTENDED

3. THE SPECIFIED DEPTH OF HOT-MIX ASPHALT
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ASPHALT RESURFACING

EDGE OF HOT-MIX

2�"

REMOVAL - BUTT JOINT

HOT-MIX ASPHALT SURFACE

1�"

SURFACE REMOVAL, 2�"

HOT-MIX ASPHALT

PAVEMENT, 8"

JOINTED P.C.C.

SURFACE COURSE (168 LBS./SQ. YD.)

PROPOSED HOT-MIX ASPHALT

LEVEL BINDER (112 LBS./SQ. YD.)

PROPOSED HOT-MIX ASPHALT

SURFACING (168 LBS./SQ. YD.)

INCIDENTAL HOT-MIX ASPHALT

(100’-0" FROM ~ F.A.S. 1478)

|87’-0"

ASPHALT RESURFACING

EXISTING HOT-MIX

GENERAL NOTES

   BE RESURFACED TO THE DIMENSION SHOWN ABOVE.

   TO MAINTAIN THEIR CURRENT RADII AND SHALL

   EXISTING SIDEROADS SHOULD BE RESURFACED

   SIDEROADS IN THEIR ENTIRETY. THE

   IS INTENDED TO RESURFACE THE EXISTING

2. THE INCIDENTAL HOT-MIX ASPHALT SURFACING

   SPECIFICATIONS.

   ACCORDANCE WITH SECTION 408 OF THE STANDARD

1. THE EXISTING SURFACE SHALL BE PREPARED IN


