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1 1/2" BIT. SURF.)

1" TO 15" DEPTH W/

(EX BIT. BINDER -

3  EXISTING HMA SHOULDERS 8"

7  EXISTING HMA BASE COURSE WIDENING 9"

8  EXISTING EMBANKMENT

10  EXISTING LEVELING BINDER 3/4"

9  EXISTING HMA BINDER COURSE, VARIABLE DEPTH 

4  EXISTING HMA SHOULDERS, VARIABLE DEPTH 

2  EXISTING HMA SURFACE, THICKNESS VARIES 

A  PROPOSED HMA SURFACE REMOVAL, 1 1/2"

B  PROPOSED HMA SURFACE COURSE, MIX "C", N50, 1 1/2" 

C  PROPOSED PAVEMENT MARKING - LINE 5"

6  EXISTING AGGREGATE SHOULDERS, TYPE B

5  EXISTING AGGREGATE SHOULDERS, TYPE A

D  PROPOSED AGGREGATE SHOULDERS, TYPE B

1  EXISTING 9"-6"-9" PCC PAVEMENT

STA. 413+50.00 TO STA. 452+26.63

STA. 395+50.00 TO STA. 404+00.00

STA. 0+00.00 TO STA. 384+25.00

STA. 38+99.60 TO STA. 0+00.00

STA. 0+00.00 BACK = STA. 0+00.00 AHEAD

STATION EQUATION:

STA. 227+50.00 TO STA. 231+47.00

STA. 232+15.00 TO STA. 235+50.00
AS THE PROPOSED MILLING & RESURFACING OF MAINLINE PAVEMENT.

OF EXISTING HMA SHOULDERS BE PERFORMED AT THE SAME TIME

IT IS RECOMMENDED THAT THE PROPOSED MILLING & RESURFACING

NOTE:


