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AT 40’ C-C SPACING MARKING - LINE 4 (WHITE) TEMPORARY PAVEMENT o
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q BARRICADE TYPE IIl WITH FLASHING LIGHTS, QUANTITY
AS REQUIRED FOR PROPER CLOSURE TO SATISFACTION OF THE ENGINEER
@ VERTICAL PANEL
TEMPORARY PAVEMENT MARKING STAGE 2 NOTES:
—r————  TEMPORARY CONCRETE BARRIER 1. CONSTRUCT THE WEST SIDE OF THE BRIDGE AND ROADWAY INCLUDING SHOULDERS AND GUARDRAIL.
2. RELOCATE TEMPORARY CONCRETE BARRIER (TCB) ACCORDING TO STANDARD 70400l.
R IMRACT ATTENUATORS, TEMPORARY (NON-REDIRECTIVE), 3. REFER TO STANDARD 701416 AND DISTRICT STANDARDS FOR ADDITIONAL SIGNS AND DEVICES NOT SHOWN.
4. TCB OFFSETS ARE TO THE CENTER OF THE BARRIER.
EE TEMPORARY PAVEMENT CONSTRUCTED IN PRE-STAGE 5. A CHECK BARRICADE SHALL BE PLACED IN THE MIDDLE OF THE CLOSED LANE AT THE SHOULDER
AT 1000° CENTERS.
b TRAFFIC SIGN DN 2
6. NO EQUIPMENT. MATERIALS. OR OTHER HAZARDS SHALL BE STORED WITHIN 3'-6” OF THE TCB.
: DIRECTION OF TRAFFIC 25' OF TEMPORARY IMPACT ATTENUATORS AND TCB HINGE POINTS, AND 5' OF GUARDRAIL.
7. RELOCATE ALL EXISTING SPEED LIMIT SIGNS AND REDUCED SPEED LIMIT AHEAD SIGNS 0 FEET 20 40
TO OFFSETS SHOWN IN STANDARD 70190l
[Z] WORK ZONE
8. INSTALL PERMANENT PAVEMENT MARKINGS USING STANDARD 701426.
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