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(NOTES 3&6)

VAR

LTSS

EARTH SHOULDER (TYP)

SHOULDER, 8" (TYP) 

HOT-MIX ASPHALT

TYPE C (TYP)

SUB-BASE GRANULAR MATERIAL,

HOT-MIX ASPHALT BASE COURSE WIDENING, 12" (TYP)

AGGREGATE SUBGRADE IMPROVEMENT, 12" (TYP)

LTSS

TOPSOIL PLACEMENT, 4" (TYP) 

EARTH SHOULDER (TYP)

SHOULDER, 8" (TYP) 

HOT-MIX ASPHALT

TYPE C (TYP)

SUB-BASE GRANULAR MATERIAL,

HOT-MIX ASPHALT BASE COURSE WIDENING, 12"

AGGREGATE SUBGRADE IMPROVEMENT, 12" (TYP)

   

   

   

HLC

   CAS

HLC

7/01/2014

COURSE, MIX "D", N90, 1�"
POLYMERIZED HOT-MIX ASPHALT SURFACE

(NOTE 7)

MEDIAN

STRIPED

VAR WIDTH

PR CROWN (NOTE 8)

VARY CROSS-SLOPE TO MATCH EXISTING FROM STA 6631+00 TO STA 6635+87.319.

THE CROWN SHALL BE CONSTRUCTED IN THE CENTER OF THE STRIPED MEDIAN.

FROM STA 6622+20.59 TO STA 6635+87.31 THE CROWN VARIES FROM ~.8.

MEDIAN WIDTH IS 12’ FROM STA 6634+53.77 TO STA 6035+87.31

STRIPED MEDIAN WIDTH VARIES 32’ TO 12’ FROM STA 6622+20.59 TO STA 6634+53.777.

PAVEMENT WIDTH IS 18’ FROM STA 6634+32.31 TO STA 6635+87.31

PAVEMENT WIDTH VARIES 18.42’ TO 18’ FROM STA 6632+77.48 TO STA 6634+32.316.

PAVEMENT WIDTH IS 18’ FROM STA 6634+53.77 TO STA 6635+87.31

PAVEMENT WIDTH VARIES 21.2’ TO 18’ FROM STA 6632+77.48 TO STA 6634+53.775.

SHOULDER WIDTH VARIES 8’ TO 10.58’ FROM STA 6635+30.52 TO STA 6635+87.31

SHOULDER WIDTH IS 8’ FROM STA 6632+77.48 TO STA 6635+30.524.

PAVEMENT WIDTH VARIES 40’ TO 18.42’ FROM STA 6625+27.72 TO STA 6632+77.48

PAVEMENT WIDTH IS 40’ FROM STA 6622+20.59 TO STA 6625+27.723. 

PAVEMENT WIDTH VARIES 28’ TO 21.2’ FROM STA 6622+20.59 TO STA 6632+77.482.

SHOULDER WIDTH IS 8’ FROM STA 6623+88.35 TO STA 6632+77.48

SHOULDER WIDTH VARIES 22’ TO 8’ FROM STA 6622+20.59 TO STA 6623+88.351.

NOTES:

(NOTE 9) (NOTE 9)

(NOTE 7)

MEDIAN

STRIPED

VAR WIDTH

PR CROWN (NOTE 8)

9)
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9)

(NOTE

N90 1" & VARIES

POLYMERIZED LEVEL BINDER (MACHINE METHOD),

COURSE, MIX "D", N90, 1�"
POLYMERIZED HOT-MIX ASPHALT SURFACE

POLYMERIZED LEVEL BINDER (MACHINE METHOD), N90 1"

IL-19.0, FG, N90, VARIABLE
POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,


