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TOPSOIL PLACEMENT, 4" (TYP) 
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JOLIET RD.

PROPOSED TYPICAL SECTION

EX & PR ~

AGGREGATE SHOULDER, TYPE B, 6" (TYP) 

HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N70, 2"

SUBBASE GRANULAR MATERIAL, TYPE A, 12"

SUBBASE GRANULAR MATERIAL, TYPE C (TYP)

12’

(TYP)

6"

71’ & VAR

12’ 12’VARVAR
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QUARRY RD.

PROPOSED TYPICAL SECTION

EX & PR ~

HOT-MIX ASPHALT SHOULDER, 6" (TYP) 

AGGREGATE SHOULDER, TYPE B, 6" (TYP) 

EXISTING PAVEMENT

GRADE

PROFILE

AGGREGATE SUBGRADE IMPROVEMENT, 12" (TYP)

VARVAR

PCC PAVEMENT DETAIL

PR ~

2.0% 2.0%

PCC PAVEMENT, 10�" (JOINTED) (TYP)

JOLIET RD.:  STA 709+11.11 TO STA 709+60

STA 708+00 TO STA 709+11.11
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PROPOSED TYPICAL SECTION

JOLIET RD. & QUARRY RD.

HOT-MIX ASPHALT SURFACE COURSE, MIX "D", N70, 1 1/2"
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TIE BAR (TYP)

     (109, 110) R-1       619 33

STABILIZED SUBBASE-HOT-MIX ASPHALT, 4" (TYP)

HOT-MIX ASPHALT BASE COURSE WIDENING, 6 1/2" (TYP)

NOTE 2

2.  WIDENING FROM STA 800+18.38 TO STA 800+77.16

1.  SEE PLAN AND PROFILE SHEETS FOR WIDTHS

NOTES:

STA 800+77.16 TO STA 801+95

STA 800+18.38 TO STA 800+77.16*

*

LEVEL BINDER (MACHINE METHOD), N50 1" & VARIES

   

   

   

HLC

   CAS

HLC

7/01/2014

SHOULDER

12’

HOT-MIX ASPHALT BINDER COURSE, IL-19.0 FG, N70, 6�"


