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SOUTHBOUNDNORTHBOUND

10

TO BE USED:
NB LANES

STA. 55+00 TO STA. 62+98
STA. 65+93 TO STA. 76+30

STRUCTURE OMISSION
STA. 62+98 TO STA. 65+93

TO BE USED:
SB LANES

STA. 53+00 TO STA. 63+53
STA. 66+52 TO STA. 74+00

STRUCTURE OMISSION
STA. 63+53 TO STA. 66+52
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EXISTING

2" POLY SURFACE
2 1/4" POLY BINDER

4" HMA BINDER

4" HMA BINDER

4 1/2" HMA BINDER

REMOVAL AND REPLACEMENT
TYPICAL SECTION #4

74 4 87

PROPOSED PAVEMENT REMOVAL, 14"

8" PCC PAVEMENT13

HMA SURFACE 1�"12

HMA BINDER 14�"11

HIGH TENSION CABLE10

CONCRETE BARRIER, DOUBLE FACE, 42" HEIGHT9

HMA SHOULDERS, 16�"8

SUBBASE GRANULAR MATERIAL, TYPE A, 12"7

FULL-DEPTH HMA PAVEMENT, 16�"6

PIPE UNDERDRAINS, 4"5

HMA SHOULDER, 8"4

HMA SURFACE, 4"3

10" PCC PAVEMENT2
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78380

I.

57 WILLIAMSON

(X1-8,X1-7-1,X1-7,X1-6-1)R-1

PRIME COAT MUST BE USED BETWEEN ALL LIFTS OF HOT-MIX ASPHALT

SEE SHEET 98 FOR TRANSITION AND ELEVATION DETAILS

1.5% 1.5%

4%

1.5%1.5%
4%

PROPOSEDPROPOSED

VARIABLE DEPTH MILLING, PAID AS HMA SURFACE REMOVAL, 2"14

SHOULDER RUMBLE STRIP13

SUBBASE GRANULAR MATERIAL, TYPE A, 12"12

HMA SHOULDERS, 2"11

HMA SHOULDERS, 7 3/4"10

HMA SHOULDERS, 12"9

POLYMERIZED HMA SURFACE COURSE, MIX E, N90, 2"8

POLYMERIZED HMA BINDER COURSE, N90, IL-19.0 FG, 2 1/4"7

HMA BINDER COURSE, N90, IL-19.0 FG, 5 1/2"6

HMA BINDER COURSE, N90, IL-19.0 FG, 7 1/2"5

HMA BINDER COURSE, N90, IL-19.0 FG, 12 1/2"4

PAVED SHOULDER REMOVAL3

HMA SURFACE REMOVAL, 2"2

HMA SURFACE REMOVAL, 4"1

LIFT THICKNESSES

HMA PAVEMENT
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SHLD.

10’

FUTURE LANE
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SHLD.
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