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MARKERS LOCATED IN TRAFFIC LANES SHALL BE REPLACED BY CORE DRILL AND RESETTING PIN.

SURFACES, THE TOP OF THE BAR SHALL BE KEPT 3" BELOW THE SURFACE. LAND SECTION 

SECTION CORNERS.  WHERE LAND SECTION MARKERS FALL IN THE SHOULDERS OR GRAVEL

REFERENCE MARKERS SHALL BE USED TO TIE IN PERMANENT LAND SECTION AND  1/4

NOT TO BE DISTURBED BY MOWING.

SET TOP AT GROUND LEVEL SO AS

IN FENCE LINE OR PROTECTED AREA 

OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES UNLESS

BELOW SURFACE

FLUSH OR 

WHO IS RESPONSIBLE FOR MONUMENTING CORNERS.

ONE FOR THE SECTION CORNER TIE POINTS. THE CAPS WILL BE SUPPLIED BY THE SURVEYOR 

OF CAPS, ONE FOR THE RIGHT-OF-WAY CORNERS, ONE FOR THE SECTION CORNERS AND

ALUMINUM CAPS SHALL BE PLACED ON TOP OF THE REINFORCEMENT BAR. THERE ARE 3 TYPES
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