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All dimensions are in inches (millimeters)

Aggregate Shoulder, Type B

TYPICAL SECTION

Saw cut

Aggregate Shoulder, Type B

Pavement Fabric

Stabilized Sub-Base    

Saw cut

A B C D E F G H I

20:1 taper 20:1 taper

PLAN

2% ( �"/ft.)

W = See Plan View

(See General Note 3)

LOCATION E TO I

LOCATION A TO D

2% ( �"/ft.)

Lime Modified Soil

Portland Cement Concrete Pavement

TYPICAL SECTION @ P.C.C. PAD

(See General Note 3)

LOCATION D TO E

3. See plans for size and thicknesses.

   Pad shall be |2%.

2. The maximum longitudinal grade of P.C.C.

   without any joints.

1. The P.C.C. Pavement shall be constructed

GENERAL NOTES

Pipe Underdrains (Std 601001)

Lime Modified Soil

Pipe Underdrains (Std. 601001)

(Std. 420701)

Hot Mix Asphalt Shld. width or 12 (300) min. stub

Shoulder Width)

(Hot Mix Asphalt 

W = See plans

Hot Mix Asphalt Shld. width or 12 (300) min. stub

Shoulder Width)

(Hot Mix Asphalt 

W = See plans

pavement to be removed

Hot mix asphalt concrete 

Hot Mix Asphalt Pavement (Full Depth) 

pavement to be removed

Hot mix asphalt concrete 

Hot Mix Asphalt Pavement (Full Depth) 

16’ (4.9m)

460’ (140m) 50’(15m)

24’ (7.2m) 8’ (2.4m)

200’ (60m) 260’ (80m)

16’ (4.9m) 16’ (4.9m)

W = 24’-0"(7.2m)

16’-0"(4.9m)

3�(90)

4 (100)

placement

Top soil

6(150)
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4 (100)
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