
unless otherwise noted.

All dimensions are in inches (millimeters)
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STATION

BRIDGE

MEMBRANE W.P. * F.F.

REMOVE EXISTING

L

BAR

STATION

2 2 2 2

PROPOSED CONCRETE WEAR SURFACE 100(4)

CONCRETE WEAR SURFACE 4(100) F.-F.

2(50)

2(50)

18(450)

STEEL WIRE MESH

 W 1.4 (3.4)

6x6 (150 x 150) 

18(450)

1
8
(4

5
0
)

#4(#15) BARS @ 36(900) CENTERS 36(900)LENGTH

NEW CENTER BARS @ C OF ROADWAY

L=              W=

* EXTEND MEMBRANE WATERPROOFING 2(50) UP CURBS

SQ. YD. (M )

WATERPROOFING

MEMBRANE

SQ. YD. (M )

SURFACE 4(100)

CONCRETE WEAR

SQ. YD. (M )

SURF. REM.

BRIDGE WEAR

SQ. YD. (M )

SURF. REM.

HOT MIX ASPH.

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

                       

TOTAL

SHEETS

SHEET

NO.
F.A. 

RTE.

                      

CONTRACT NO.      DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

   CADD STD. 503401-D4

RENUM. H-6.05, METRICS, NEW REVISION BOX,       T.P. 

REVISED TITLE BOX, ADDED DESIGNER NOTE               

REVISED TO 2007 SPEC.                           M.A. 

                                                     

                                                     

                                                     

      

                                                     

01-01-97

        

10-16-06

        

        

        

        

        NOT TO SCALE

           

DETAIL OF CONCRETE DECK WEARING SURFACE AND QUANTITIES

                                               

   

 

 

  

  

 

  

 

 

 

 

 


